
Porm 3160-3 8UBMIT IN TitewÓCATE* Form approved.
(November 1983) (Ottier tastructions on Budget Bureau No. 1004-0136
(formerly 9-331C) UNITED STATES r•«•r.•side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR G. LEASE DESIGNAT30N AND BERIAL NO.
BUREAUOF LAND MANAGEMENT U45431

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 0.WINDIAN,ALLONMORTÑHNAME

18. TYPE OF WORK

DRILLU DEEPENO PLUG BAcK O 7. UNN AGEMMENT NAMS

b. TYPE OF WELL

Šl.L
OABLI. O .....

".!NNELS SOUNLTHL. O 8. - 08 LEASE Nw
2. NAME OF OPERATO. Pariette Federal

Wildrose Resources Corporation PH: 303-770-6566 e. w.r.r.no.
3. ADDREBB OF OPERATOR 24-24

4949 South Al bion Street , Littleton, CO 80121 10. FIELD AND POOL, 08 WELDCAT
4. LOCATION or w-LL (Report location clearly and in accordance with any State requirements.*) UnnamedAt surface

2095' FWL& 814' FSL (SE/SW) 11. ... .Ba°'s.".'I°
At proposed prod, some

ame Sec. 24, T8S, R17E
14. DISTANCE IN MILES AND DIRECTION FROM NBASEST TOWN OB POST Off!CS* 12. COUNTI OR PARISH 18. STATE

11 miles SE of Myton, Utah Uintah Utah
10. DISTANCE EBOM PROPUBED* 10. NO. OF ACRES IN LBABB 17. NO. * P ACRES ABBIONEDLOCATION TO REAREST TO T IIS WELLl'BOPERTY OR I.EASE I.INB•" 814 ' 1022.37 40(Also to nearest drig. unit line, it any)
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DSPTa 20. ROTART OR CABLE TOOLS

TO NEAREST WELL, DRILLINO, COMPLETED,
05 muED FOR, ON THIS IÆA... rr. 1442 ' 6500 Rotary

21. BIÆVATIONS (Sh0W Whether GF, RT, GËe ete.) 22. APPROE. DATE WOBE WILL START*

5012' GR April 1, 1995
28.

PROPOSED CASING AND CBMENTING PROGRAM

SIZE OF ROLE BIER OF CABING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

12-1/4" 8-5/8" 24#, J-55 300' 225 sx
7-7/8" 5-1/2" 15.5#, J-55 6500' 1000 sx

SEE ATTACHEDEXHIBITS: A - Surveyors Plat E - Access Road Map
B - 10 Point Plan F - Production Facilities
C - BOP Diagram G - Existing Wells Map
D - 13 Point Surface Use Program H - Pit & Pad Layout, Cuts & Fills,

Cross Sections, Rig Layout

DIVOF OIL,GAS& MININGÌ
IN ABOVE SPACE DESCRIBE PROPOSED PROoaAM: It proposal is to deepen or plus back, give data osipiësent productive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subaurface locations and measured and true vertical depths. Give blowout

serntNOpr0gram,if887

TfTim ViCe ŸreSident ;,, January 10, 1995

(This space to ral or State o

enwas neem r- 6 A

APPROVED B eser -

CONDITIONS OF APPROTAL, 17 AN .

DAT
BY:*SeeInstructionsOn ReverseSide VVELLS

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to anake to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



WILDROSE RESOURCES CORP. LOCATED IN THE SE¼ OF
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CONFIDENTIAL STATEMENT

WILDROSE RESOURCES CORPORATION, AS OPERATOR, REQUESTS THAT ALL
INFORMATION RELATED TO THIS WELL BE HELD TIGHT FOR THE MAXIMUM
PERIOD ALLOWED BY FEDERAL AND STATE



EXHIBIT B

WILDROSE RESOURCES CORPORATION
PARIETTE FEDERAL #24-24

LEASE #U-45431
SE/SW SECTION 24, TSS, R17E

UINTAH COUNTY, UTAH

TEN POINT COMPLIANCE PROGRAM OF APPROVAL OF OPERATIONS

1. The Geologic Surface Formation

The surface formation is the Uintah (Tertiary).

2. Estimated Tops of Important Geologic Markers

Green River 1790'

Basil Green River 6340'

Total Depth 6500'

3. Estimated Depths of Anticipated Water, Oil, Gas or Minerals

No water bearing zones are anticipated

Green River 4000' - 6500' Oil

4. The Proposed Casing Program

HOLE INTERVAL LENGTH SIZE(OP) WEIGHT,GRADE,JOINT NEW OR USED

12.25" O - 300' 300' 8-5/8" 24# K-55 ST&C New

7-7/8" O -6500' 6500' 5-1/2" 15.50# J-55 ST&C New

Cement Program -

Surface Casing: 225 sacks Class "G" plus 2% CaCl2

Production Casing: 300 sacks Lite Cement and 700 sacks Class
"G" with additives

5. The Operator's Minimum Specifications for Pressure Control

EXHIBIT "C" is a schematic diagram of the blowout preventer
equipment. A 2M system will be used. The blind rams and the



rams will be tested to 1500 psi after nippling up and after any use
under pressure. Pipe rams will be operationally checked each 24
hour period, as will blind rams and annular preventer each time
pipe is pulled out of the hole. Such checks of BOP will be noted
on daily drilling reports.

Accessories to BOP will include an upper kelly cock, floor
safety valve, drill string BOP and choke manifold with pressure
rating equivalent to the BOP stack.

6. The Type and Characteristics of the Proposed Circulating Muds

Mud system will be 2% KCl water with adequate stocks of
sorptive agents on site to handle possible spills of fuel
and oil on the surface. Heavier muds will be available to be
added if pressure requires.

DEPTH TYPE WEIGHT #fgal VISCOSITY secfqt FLUID LOSS cc PH
0-4000' Fresh 8.4 - 8.6 28 - 30 NC --

Water

4000- 2% KCl 8.6 - 8.8 30 - 34 NC 9.0
6500' Water

7. The Auxiliary Equipment to be Used

a) An upper kelly cock will be kept in the string.

b) A float will be used at the bit.

c) A mud logging unit will not be used.

d) A stabbing valve will be on the floor to be stabbed into
the drill pipe when kelly is not in the string.

8. The Testing, Loqqing and Coring Programs to be Followed
a) No Drill Stem Tests will be run.

b) The Logging Program: Dual Induction-SFL 300' - T.D.
Formation Density-CNL 4000' - T.D.

c) No coring is anticipated.

d) Stimulation procedures will be determined after
evaluation of logs. If treatment is indicated,
appropriate Sundry Notice will be submitted for



9. Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or
reported in wells drilled in the area nor at the depths
anticipated in this well. Bottom hole pressure expected is
1500 psi + or -.

No hydrogen sulfide or other hazardous fluids or gases have
been found, reported or known to exist at these depths in
the area.

10. Anticipated Starting Date and Duration of the Operations.

The anticipated starting date is April 1, 1995, or as soon as
possible after examination and approval of drilling

requirements. Operations will cover 12 days for drilling and
10 days for completion.

Hazardous Chemicals

No chemicals subject to reporting under SARA title III in an amount
equal to or greater than 10,000 pounds will be used, produced,
stored, transported or disposed of annually in association with the
drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported or disposed
of in association with the drilling of this



EXHIBIT C

BOP DIAGRAM
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EXHIBIT D

WILDROSE RESOURCES CORPORATION
PARIETTE FEDERAL #24-24

LEASE #U-45431
SE/SW SECTION 24, TSS, R17E UINTAH COUNTY, UTAH

Thirteen Point Surface Use Program

Multipoint Requirements to Accompany APD

1. Existing Roads

A. The proposed well site and elevation plat is shown on
Exhibit A.

B. From Myton, Utah, go 1 mile west. Turn south on Pleasant
Valley road. Go south on paved road 6.9 miles. Turn east
at microwave tower onto dirt road and go 3.1 miles. Take
right fork in road through gate and continue east for 2.0
miles. Take left fork and continue east and south 1 mile
to location.

C. See Exhibit E for access roads.

D. There are no plans for improvement of existing roads.
Roads will be maintained in present condition.

2. Planned Access Roads - (Newly Constructed)

A. Length - 0.25 miles.

B. Width - 30' right of way with 18' running surface
maximum.

C. Maximum grades - 2%

D. Turnouts - N/A

E. Drainage design - Barrow ditches and water turnouts as
required.

F. Culverts, bridges, cuts and fills - None.

G. Surfacing material (source) - from location and access
road.

H. Gates, cattle guards and fence cuts - None.

All travel will be confined to existing access road rights



way.
Access roads and surface disturbing activities will conform to

standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards for Oil and Gas
Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the
anticipated traffic flow and all weather road requirements.
Construction/ upgrading shall include ditching, draining,
graveling, crowning, and capping the roadbed as necessary to
provide a well constructed safe road. Prior to upgrading, the road
shall be cleared of any snow cover and allowed to dry caqpletely.
Traveling off the 30 foot right of way will not be allowed. Road
drainage crossings shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossing nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diversion water off
at frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes develop,
they shall be filled in and detours around them avoided.

A Right of Way application is not needed.

3. Location of Existing Wells Within a 1 Mile Radius

See Exhibit G

A. Water wells - none.

B. Abandoned wells - none.

C. Temporarily abandoned wells - none.

D. Disposal wells - none.

E. Drilling wells - none.

F. Producing wells - nine.

G. Shut-in wells - none.

H. Injection wells - none.

4. Location of Existing and/or Proposed Facilities

A. On well pad - See Exhibit F for all production facilities
to be used if well is completed as a producing oil well.

B. Off well pad - N/A

If a tank battery is constructed on this lease, the battery



the well pad will be surrounded by a dike of sufficient capacity to
contain, at a minimum, the entire content of the largest tank
within the battery, unless more stringent protective requirements
are deemed necessary by the authorized officer.

Tank batteries will be placed on the SW corner of the
location.

All permanent (on site for six months or longer) structures
constructed or installed (including pumping units) will be painted
a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the Rock Mountain
Five state Interagency Committee. All facilities will be painted
within 6 months of installation. Facilities required to comply
with O.S.H.A. (Occupational safety and Health Act) will be
excluded.

The required paint color is desert brown, 10YR.

If at any time the facilities located on public land and
authorized by the terms of the lease are no longer included in the
lease (due to a contraction in the unit or other lease or unit
boundary change), BLM will process a change in authorization to the
appropriate statute. The authorization will be subject to
appropriate rental or other financial obligation as determined by
the authorized officer.

5. Location and Type of Water Supply

A. Water supply will be from Water Permit #43-1721 (Joe
Shields spring).

B. Water will be trucked across existing roads to location.

C. No water wells to be drilled on lease.

6. Source of Construction Materials

A. Native materials on lease will be used.

B. From Federal land.

C. N/A.

A minerals material application is not required.

7. Methods for Handling Waste Disposal

A.

1) Drill cuttings will be buried in the reserve



2) Portable toilets will be provided for sewage.

3) Trash and other waste material will be contained in a
trash cage and hauled away to an approved disposal site

at the completion of the drilling activities.

4) Salts - if any will be disposed of.

5) Chemicals - if any will be disposed of.

B. Drilling fluids will be handled in the reserve pit. Any
fluids produced during testing operations will be collected in a
test tank. If a test tank is not available during drilling, fluids
will be handled in the reserve pit. Any oil in the reserve pit will
be removed.

Burning will not be allowed. All trash must be contained in
trash cage and hauled away to an approved disposal site at the
completion of drilling activities.

The reserve pit shall be constructed so as not to leak, break,
or allow discharge.

A plastic nylon reinforced liner will be used. It will be a
minimum of 12 mil thickness with sufficient bedding (either straw
or dirt) to cover any rocks. The liner will overlap the pit walls
and be covered with dirt and/or rocks to hold it in place. No
trash, scrap pipe, etc., that could puncture the liner will be
disposed of in the pit. More stringent protective requirements may
be deemed necessary by the A.O.

After first production, produced waste water will be confined
to a lined pit or storage tank for a period not to exceed 90 days.
During the 90 day period, in accordance with Onshore Order No. 7,
an application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

8. Ancillary Facilities

A. Camp facilities or airstrips will not be required.

9. Well Site Layout

A. See Exhibit H.

B. See Exhibit H.

C. See Exhibit H.

The reserve pit will be located on the south side of



location.

The flare pit will be located downwind of the prevailing wind
direction on the South side of the location a minimum of 100 feet
from the well head and 30 feet from the reserve pit fence.

Topsoil - will be stored at the SW corner of the location.

Access to the well pad will be from the northwest.

Fencing Requirements

All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire shall be used with at least one strand of
barbed wire on top of the net wire (barbed wire is not necessary if
pipe or some type of reinforcement rod is attached to the top of
the entire fence).

b. The net wire shall be no more than 2-inches above the
ground. The barbed wire shall be 3-inches above the net wire.
Total height of the fence shall be at least 42-inches.

c. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

d. Standard steel, wood, or pipe posts shall be used between
the corner braces. Maximum distance between any two posts shall be
no greater than 16 feet.

e. All wire shall be stretched, by using a stretching device,
before it is attached to the corner posts.

The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig moves off the
location. Pits will be fenced and maintained until clean-up.

10. Plans for Restoration of Surfaces

A. Producing Location:

Immediately upon well completion, the location and surrounding
area will be cleared of all debris, materials, trash and junk not
required for production.

Immediately upon well completion, any hydrocarbons on the pit
shall be removed in accordance with 43 CFR



If a plastic nylon reinforced liner is used, it shall be torn
and perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed
for production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 120 days from the date of well completion. Before any dirt
work takes place, the reserve pit must have all fluids and
hydrocarbons removed and all cans, barrels, pipe, etc., will be
removed.

The BLM will be contacted for required seed mixture.

B. Dry Hole/ Abandoned Location:

At such time as the well is plugged and abandoned, the
operator will submit a subsequent report of abandonment and BLM
will attach the appropriate surface rehabilitation conditions of
approval.

11. Surface Ownership

Access Road: Federal
Location: Federal

12. Other Additional Information

A. The operator is responsible for informing all persons in
the area who are associated with this project that they will be
subject to prosecution for knowingly disturbing historic or
archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the
operator is to immediately stop work that might further disturb
such materials, and contact the authorized officer (AO). Within
five working days the AO will inform the operator as to:

- Whether the materials appear eligible for the National
Register of Historic Places;

- The mitigation measures the operator will likely have
to undertake before the site can be used (assuming in situ
preservation is not necessary); and

- A time frame for the AO to complete an expedited
review under 36 CFR 800.11 to confirm, through the State Historic
Preservation Officer, that the findings of the AO are correct and
that mitigation is appropriate.

If the operator wishes, at any time, to relocated activities
to avoid the expense of mitigation and/or the delays associated
with this process, the AO will assume responsibility for whatever
recordation and stabilization of the exposed materials may



required. Otherwise, the operator will be responsible for
mitigation costs. The AO will provide technical and procedural
guidelines for the conduct of mitigation. Upon verification from
the AO that required mitigation has been completed, the operator
will then be allowed to resume construction.

B. The operator will control noxious weeds along rights-of-
way for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds may be obtained from the BLM,
or the appropriate County Extension Office. On BLM administered
land it is required that a Pesticide Use Proposal shall be
submitted, and given approval, prior to the application of
herbicides or other pesticides or possible hazardous chemicals.

C. Drilling rigs and/or equipment used during drilling
operations on this wellsite will not be stacked or stored on
Federal Lands after the conclusion of drilling operations or at any
other time without BLM authorization. However, if BLM
authorization is obtained, it is only a temporary measure to allow
time to make arrangements for permanent storage on commercial
facilities. (The BLM does not seek to compete with private
industry. There are commercial facilities available for stacking
and storing drilling rigs.)

Additional Surface Stipulations

Reclamation of unused disturbed areas on the well pad/access
road no longer needed for operations, such as cut slopes, and fill
areas will be accomplished by grading, leveling and seeding as
recommended by the Authorized Officer.

13. Lessee's or Operators Representative and Certification
Representative

Kary J. Kaltenbacher
Wildrose Resources Corporation
4949 South Albion Street
Littleton, CO 80121
Telephone: 303-770-6566

All lease and/or unit operations will be conducted in such a
manner that full compliance is made with all applicable laws,
regulations, Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees. The operator is
fully responsible for the actions of his sub-contractors. A copy
of these conditions will be furnished to the field representative
to insure compliance.

A complete copy of the approved APD and ROW grant, if
applicable, shall be on location during construction of the
location and drilling activities.

The operator or his/her contractor shall contact the BLM
Office at (801) 789-1362 forty eight (48) hours prior



construction activities.

The BLM Office shall be notified upon site completion prior to
moving on the drilling rig.

Self-Certification Statement:

Please be advised that Wildrose Resources Corporation is
considered to be the operator of Pariette Federal Well No. 24-24,
SE/4 SW/4 of Section 24, Township 8 South, Range 17 East; Lease
Number U-45431; Uintah County, Utah; and is responsible for the
operations conducted upon the leased lands. Bond coverage is
provided by Statewide Oil and Gas Bond No. 229352, Allied Mutual
Insurance Company, approved by the BLM effective October 26, 1987.

Certification

I hereby certify that I, or persons under my direct
supervision, have inspected the proposed drillsite and access
route; that I am familiar with the conditions which currently
exist; that the statements made in this plan are true and correct
to the best of my knowledge; and, that the work associated with the
operations proposed here will be performed by Wildrose Resources
Corporation and its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statement.

Kar ' ltenbacher
Vic dent

Onsite Date: January 6, 1995

Participants on Joint Inspection

Kary J. Kaltenbacher Wildrose Resources Corporation
Stan Olmstead BLM
Jean Sinclair
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

II I I I

APD RECEIVED: 01/13/95 API NO. ASSIGNED: 43-047-32646

WELL NANE: PARIETTE FEDERAL 24-24
OPERATOR: WILDROSE RESOURCES CORP (N9660)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SESW 24 - TOSS - R17E
SURFACE: 0814-FSL-2095-FWL TECH REVIEW Initials Date
BOTTOM: 0814-FSL-2095-FWL
UINTAH COUNTY Engineering
UNDESIGNATED FIELD (002)

Geology
LEASE TYPE: FED
LEASE NUMBER: U-45431 Surface

PROPOSED PRODUCING FORMATION: GRRV

I
I

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[g/State[] Fee[]

(Number BRV3 A ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number // f -/ 7A / ) Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS: r' NFIDENTV
PERIOD
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State of Utah
DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
355 WestnorthTernple

Michael O. Leavia 3 Tried Center, Suite 350

Ted Stewar Salt LakeCity. Utah 64190-1203

Executive 801-538-8340

James W. Carter 801-359-3940 (Fax)
Division Directer 801-538-5319 (TDO)

February 14, 1995

Wildrose Resources Corporation
4949 South Albion Street
Littleton, Colorado 80121

Re: Pariette Federal 24-24 Well, 814' FSL, 2095' FWL, SE SW, Sec. 24, T. 8 S., R. 17

E., Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,

Utah Admin. R. 649-3-1 et seq., and the attached Conditions of Approval, approval to

drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and

continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-32646.

Sincerely,

R. J. Irt
Associate Director

ldc
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office



Operaton Wildrose Rasmuns Corporation
Well Name & Number: Pagette Federal 24-34

API Number: 43-047-37644

Lease: Fe¢eral U-45431

Location: SE SW Sec. 24 T. 8 S. R. 17 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Wildrose Resources Corporation

Well Name & Number: Pariette Federal 24-24

API Number: 43-047-32646

Lease Number: U-45431

Location: SESW Sec. _2_4_ T._¾_ R. 17E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicantholds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate SurfaceManagement Agency for information.

A. DRILLING PROGRAM .

1. Estimated Depth at Which Oil. Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analysesconducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequatelyprotected. All oil and
gas shows will be tested to determine commercialpotential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements,procedures, etc., for a 2M system
and individualcomponents shall be operableas designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintainedon location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to have a BLM representative on location during pressure
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3. Casing Program and Auxiliary Equipment

If conductor pipe is set it shall be cemented to surface. If drive pipe is used it shall be pulled
prior to cementing surface casing.

Surface casing shall have centralizers on the bottom three joints,with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by

having a cement top for the production casing at least 200 ft. above the Mahogany Oil Shale ,

identified at ± 2483 ft. If gilsonite is encountered while drilling, it shall be isolated and/or
protected via the cementing program.

The Vernal District Officeshall be notified at least 24 hours prior to the running and

cementingof all casing strings, in order to have a BLM representative on location while

running and cementing all casing strings.

4. Mud Program and CirculatingMedium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristicof a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without

prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Loggine and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly

basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow

is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility

and vaporproof for safe operations). Packers can be released, but tripping should not begin

before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to ± 2283 ft. and

shall be utilized to determine the bond quality for the production casing. Submit a field copy

of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completionand
Recompletion Report and Log" (Form 31604) will be submitted not later than 30 days after

completion of the well or after completionof operations being performed, in accordance
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43 CFR 3164. Two copies of all logs, core descriptions,core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completionoperations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submittedwhen requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours ggor to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approvalof the AO, and all conditions of this
approved plan are applicable during all operationsconducted with the replacement rig.

The date on which productionis commencedor resumedwill be construed for oil wells as the

date on which liquid hydrocarbonsare first sold or shippedfrom a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanentstorage facility, whichever first

occurs; and, for gas wells as the date on which associatedliquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is

required to be generatedor, the date on which gas is first measuredthrough permanent
metering facilities, whichever first occurs.

Should the well be successfullycompleted for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days followingthe date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion,whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continueventing or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably
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A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval

will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonmentwill not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfactionof the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
downstream of the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibrationand
all future meter proving schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurementfacilities will conform with Onshore Oil
& Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural
gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR
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Section 102(b)(3) of the Federal Oil and Gas RoyaltyManagement Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorizedofficer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such productionhas begun or
resumed."
If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3)of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-

1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approvalperiod.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Wayne P. Bankert (801) 789-4170
Petroleum Engineer -

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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SURFACE USE PLAN OF OPERATIONS
Conditions of Approval (COAs)

Plans for Reclamation of Location

The reserve pit and that portion of the location not needed for production facilities or operations in
addition to being recontoured to approximate natural contours will also be reseeded to the
specificationsof the authorized officer of the BLM.

At time of abandonment the intent of reclamation will be to return the disturbed area to near natural
conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms, and
borrow ditches to be natural in appearance with the surroundingterrain. Stockpiledtopsoil will be
spread over the surface, and the area revegetated to the satisfaction of the authorized officer of the
BLM.

Additional Surface Conditions of Approval

The reserve pit will be reduced from the proposed 140 feet by 100 feet size of developmentto 140
feet by 80 feet to reduce the extent of cut on the hill to the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: WILDRosE RESOURCES

Well Name: PARIETTE FEDERAL 24-24

Api No. 43-947-72646

Section 24 Township SS Range 17E County UINTAH

Drilling Contractor UNION

Rig # 1§

SPUDDED: Date 4/18/95

Time

How ROTARY

Drilling will commence

Reported by KARY KALTENBACKER

Telephone #

Date: 4/19/95 Signed:
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DAILY DRILLING REPORT

Operator: Wildrose Resources Corporation
Well: Pariette Federal #24-24
SE SW (814' FSL &. 2095' FWL)
Section 24i T 8 S, R 17 E
Uintah Co nty, Utah
Projected TD - 6,500'
Elevation: GR: 5012', KB 5024'
Contractor: Union Driling Company Rig # 16

04/19/95 Day 1: TD-338' WOC. Drld 338' in 8 hrs w/ air. Spudded
@ 6 PM 4/18/95 w/ Bit #1, 17 1/2". Drld to 19'. Set conductor.
Ran Bit #2, 12 1/4" @ 19'. Pulled @ 338'. Bit #2 dr1d 319' in 7
hrs. Ran 7 Jts (313.5'), 8 5/8", 24#, J-55 osg w/ guide shoe,
insert float & 4 centralizers. Set @ 323'. RU Howco. Pumped 20
bbl gel wtr $ 10 bb1 wtr. Cemented W/ 200 sx Type V cement w/ 2%
CaC12 & 1/4# /sk flocele. Displaced w/ 17 1/2 bb1 wtr. Bumped
plug w/ 450 psi. Float held. Had good cement to surface.

04/20/95 Day 2: TD-900' dr1g. Drld 562' in 11 hrs. w/air.
NUBOP's and tested. Ran Bit #3, SEC 7 7/8" S-88 CFH @ 338'. Surv:
3/4* @ 500'.

04/21/95 Day 3: TD-1531' repairing rig. Drld 631' in 10 hrs w/
air. Pulled Bit #3 @ 1531'. Bit #3 drld 1193' in 21 hrs. Ran Bit
#4 HTC 7 7/8" ATJ-44. Switched to wtr dr1g @ 1531' due to shallow
wtr zone. Rig down 11 hrs to repair rotary table. Surv: 1 @
1000'.

04/22/95 Day 4: TD-2555' drig. Drld 1024' in 22 3/4 hrs w/ wtr.
Surv: 1° @ 1530', 1 1/4* 2000', 1 1/2° 2530'.

04/23/95 Day 5: 70-3485' drlg. Drld 930' in 22 3/4 hrs w/ wtr.
Bit #4 has dr1d 1954' in 45 1/2 hrs. Surv: 1 3/4 @ 3000'.

04/24/94 Day 6: TD-4356' drlg. Drld 871' in 23 hrs w/ 1% KC1
wtr. Bit #4 has drld 2825' in 68 1/2 hrs. Surv: 1 1/2 @ 3500', 1
3/4" @ 4000'.

04/25/95 Day 7: TD-4885' drig. Drld 529' in 14 3/4 hrs w/ 2%
KC1 wtr. Pulled Bit #4 @ 4885'. Bit # 4 drld 3354' in 83 3/4 hrs.
Ran Bit #5 STC 7 7/8" S-45H @ 4885'. Surv: 1 1/2° @ 4500'.

04/26/95 Day 8: TD-5525' dr1g. Drld 640' in 23 1/2 hrs w/ 2%
KC1 wtr. Bit #5 has drld 640' in 23 1/2 hrs. Surv: 1 3/40 @
5000'.

04/27/95 Day 9: TD-6121' dr1g. Drld 596' in 22 1/2 hrs w/ 2%
KC1 wtr. Bit # 5 has dr1d 1236' in 46 hrs. Surv: 1 1/2° @ 5500',
1 1/4' @



DAILY DRILLING REPORT

Operator: Wildrose Resources Corporation page 2
Well: Pariette Federal #24-24
SE SW (814' FSL & 2095' FWL)
Section 24, T 8 S, R 17 E
Uintah County, Utah
Projected TD - 6,500'
Elevation: GR: 5012', KB 5024'
Contractor: Union Driling Company Rig # 16

04/28/95 Day 10: TD-6450' LDDP. Drld 329' in 9 1/2 hrs w/ 2%
KC1 wtr. Pulled Bit #5 @ 6450'. Bit #5 drld 1565' in 55 1/2 hrs.
Ran log using Schlumberger as follows:

DLL-ARI 6434'-323'
IPL 6414'-4000'

04/29/95 Day 11: PBTD-6393'. Ran 5 1/2' csg w/ 10 centralizers
as follows:

Float shoe
1 .jt 5 1/2", 15.5#, J-55, LT&C
Float collar
143 .jts 5 1/2", 15.5#, J-55, LT&C

Set csg @ 6440'. Float collar @ 6393'. Cemented using HOWCO.
Pumped 20 bb1 wtr, 180 sx HiFill cement, 530 sx 50/50 Poz w/ 2%
gel, 10% salt, 0.5% Halad 322. Displaced w/ 152 bb1 2% KCl wtr.
Had good returns thruout. Bumped plug w/ 1600 psi. Float held.
Plug down @ 7:45 PM 4/28/95. Set slips. Released rig @ 10 PM
4/28/95. Drop from report pending



DAILY COMPLETION REPORT

Operator: Wildrose Resources Corporation
Well: Pariette Federal #24-24
SW SE (814' FSL & 2095' FWL)
Section 24, T 8 S, R 17 E
Uintah Co., Utah

05/04/95: Day 1: MI & RU Gibson Well Service. SDFN.

05/05/95: Day 2: NUBOP's. Ran 4 3/4" bit on 206 jts 2 7/8" tbg
to PBTD 6392'. RU Schlumberger. Cement bond would not work. RD
Schlumberger. SD rig. RU different Schlumberger truck w/ portable
mast. Ran CBL from 5383'-4500' and top of cement @ 1466'. Perf
Zone #1: 6005'-16' (11') w/ 2 Jspf using 4" csg gun. RD
Schlumberger. SIFN.

05/06/95: Day 3: PBTD-6392'. PU & ran Baker Retrievamatic
packer on 192 Jts tbg. Set packer @ 5967'. Pressure tstd backside
to 3300 psi. Released pressure. Released packer. Ciro hole w/ 131
bbl Prepad fluid. Set packer. Broke down Zone #1 w/ 3600 gal
Prepad fluid & 33 ball sealers. Broke @ 1850 psi @ 1 BPM.
Established rate @ 10 BPM @ 4200 psi. Had ball action. SD. Surged
balls. Pumped back in @ 11 BPM @ 4500 psi. ISIP=1500 psi.
Prepared to release packer & POH to frac and rig blew its engine.
SD - waiting on rig engine.

05/07/95: S.D.

05/08/95 Day 4: PBTD-6392'. Installed new rig engine. Released
packer. Ran packer across perfs w/ 3 stds. POH w/ packer. SIFN.

05/09/95 Day 5: RU HOWCO to frac down 5 1/2" csg as follows:

VOLUME EVENT RATE ATP
4000 gal Pad - 40# Pure Gel III 20 BPM 2400 psi
5000 gal 2-8 ppg 20/40 (35# PG)(21,300#) 20 BPM 2100 psi
2500 gal 8 ppg 20/40 (35# PG)(20,000#) 20 BPM 1600 psi
2500 gal Flush 2% KC1 wtr - screened out 20 BPM 2600 psi

Frae volume - 14,000 gal water; 23,000# 20/40 in formation,
18,300# 20/40 in esg. ISIP=3600 psi, 15 min=1100 psi. 550 BLWTR.
SIFN.

05/10/95 Day 6: CP=200 psi @ 7 AN 5/9/95. Bled off csg
pressure. TIH w/ 162 Jts tbg. Tagged sand @ 5030'. Circ out sand
to 6390'. Cire clean. Pulled 11 stds tbg. Tbg @ 5710'. RU to
swab. FL @ surface. Subd 116 BF i hrs. Final FL @ 3600'. Est
final oil cut @ 5%. 430 BLWTR.



DAILY COMPLETION REPORT

Operator: Wildrose Resources Corporation Page 2
Well: Pariette Federal 424-24
SW SE (814' FSL & 2095' FWL)
Section 24, T 8 S, R 17 E
Uintah Co., Utah

05/11/95 Day 7: CP=150 psi, TP=SO psi @ 7 AM 5/10/95. Made 1
swab run. FL @ 2200'. Pulled 10 BF - est 40% oil. Bled off cag
pressure. POH w/ tbg. RU Schlumberger. Perforated Zone #2 w/ 4"
cag gun as follows:

5296'-5301' (5')(8 holes)(2 charges did not fire)
5315'-5319' (4')(8 holes)
5321'-5324' (3')(6 holes)

PU & ran Baker Model "C" BP w/ Retrievamatic packer on 176 jts
tbg. Set BP @ 5458'. Pulled 1 std tbg. RU HOWCO. Cire hole w/ 120
bbl Prepad fluid. Set pkr. Pressure tstd BP to 3500 psi. Pulled 3
stds tba. Set pkr @ 5220'. Broke down Zone #2 w/ 3000 gal Prepad
fluid and 33 ball sealers. Established rate @ 8 BPM @ 2600 psi.
Balled out @ 4500 psi. Released pressure. Released pkr. Ran pkr
across perfs w/ 2 stds tbg. POH w/ tbg. RU HOWCO to frac down
5 1/2" esg as follows:

VOLUME EVENT RATE ATP
6000 gal Pad - 40# Pure Gel III 31 BPM 1900 psi
7400 gal 2-8 ppg 20/40 (35# PG)(34,600#) 31 BPM 1750 psi
3200 gal 8 ppg 20/40 (35# PG)(25,600) 31 BPM 1500 psi
5100 gal Flush - 2% KC1 water 31 BPM 1800 psi

Frac Volumes: 21,700 gal water, 60,2004 20/40. ISIP=1690 psi,
5 min=1350 psi, 10 min=1220 psi, 15 min=1170 psi. SIFN. 708 BLWTR
(Zone #2).

05/12/95 Day 8: CP=450 psi @ 7 AM 5/11/95. Flowed back 10 BLW
in 1/2 hr - CP=0. TIH w/ BP retrieving tool. Flowed approx 20 BLW
while TIH. Tagged sand @ 5322'. Cire out sand to BP. Released BP.
POH w/ BP. Ran 162 jts tbg. Tbg @ 5022'. RU to swab. FL @
surface. Subd 141 BF in 2 1/2 hrs. FL @ 1200'. Est oil cut @ 5%.
SIFN. 995 BLWTR.

05/13/95 Day 9: TP=380 pai, CP=200 psi @ 7AM 5/12/95. Blev down
tbg - well started flowing. Flowed 12 BF (mostly oil) in 1 1/2
hrs and died. Subd 60 RF in 3 hrs. FL @ 1800'. Final oil cut est
@ 50%. CP=200 psi. SIFN.

05/14-05/15/95 Rig



DAILY COMPLETION REPORT

Operator: Wildrose Resources Corporation Page 3
Well: Pariette Federal #24-24
SW SE (814' FSL & 2095' FWL)
Section 24, T 8 S, R 17 E
Uintah Co., Utah

05/16/95 Day 10: TP=540 psi, CP=525 psi @ 7 AM 5/15/95. Blew
down tbg - well started to flow. Flowed approx 15 BO in 30 min.
Blew down csg. Tbg died. Made 1 swab run from 3800'. Solid FL @
2200'. Pulled 10 BF - est 70% oil. Pumped 10 BLW down osg. POH w/
tbg. RU Schlumberger. Perforated Zone #3 from 5164'-5175' (11')
w/ 2 JSPF (22 holes) using 4" esg gun. PU & ran Baker Model "C"
BP w/ Retrievamatic packer on 169 Jts tbg. Set BP @ 5241'. Pulled
2 stds tbg. SIFN. 960 BLWTR (Zone #1 & #2).

05/17/95 Day 11: TP=125 psi. CP=0. Blew down tbg. Ran 3 jts
tbg. RU HOWCO. Cire hole w/ 124 bbl Prepad fluid. Set pkr.
Pressure tstd BP to 3500 psi. Released pkr. Pulled 2 stds. Set
pkr @ 5086'. Broke down Zone #3 w/ 3300 gal Prepad fluid & 33
ball sealers. Broke @ 1500 psi @ 2 BPM. Established rate @ 8.2
BPM @ 2590 psi. Had some ball action. ISIP=1260 psi. Bled off
pressure. Released pkr. Ran pkr across perfs w/ 2 stds. POH w/
pkr. RU HOWCO to frac down 5 1/2" esg as follows:

VOLUME EVENT RATE ATP
5200 gal Pad - 40# Pure Gel III 24 BPM 2000 psi
6100 gal 2-8 ppg 20/40 (35# PG)(25,700#) 24 BPM 1900 psi
3200 gal 8 ppg 20/40 (35# PG)(25,600#) 24 BPM 1500 psi
5100 gal Flush 2% KC1 water 24 BPM 1850 psi

Frac volumes: 19,600 gal water. 51,300# 20/40. ISIP=1830 psi,
5 min=1550 psi, 10 min=1480 psi, 15 min=1450 psi. SIFN. 670 BLWTR
(Zone #3).

05/18/95 Day 12: CP=620 psi. Flowed back 50 BLW in 2 hrs TIH
w/ BP retrieving tool on tbg. Tagged sand @ 5171'. Circ out sand
to BP @ 5241'. Released BP. Laid down 11 jts tbg. POH w/ BP. Ran
1 jt tbg, 4' perforated sub, seating nipple, 36 jts tbg, tbg
anchor, 158 jts tbg. Stripped off BOPs. Set anchor w/ 15,000#
tension. Tbn @ 6058'. SN @ 6023', anchor @ 4904'. RU to swab. FL
@ surface. Swabbed 75 BLW in 1 hr. FL @ 800'. SIFN. Approx 1480
BLWTR (all 3 zones).

05/19/95 Day 13: TP=300 psi. CP=275 psi. Blew down tbg - flowed
1 BO. RU to snab. FL @ surface. Subd 130 BF (est 40 BO & 90 BLW)
in 4 hrs. Final FL @ 1500'. Final oil cut est @ 40%. CP=120 psi.
Blew down csg. Using hot oiler, flushed tbg w/ 10 BO & 15 BLW
hot. Ran 2 1/2" X 1 1/2" X 16' RHAC pump, 239-3/4" rods, 1-6' X
3/4" pony, 1-26' X 1 1/2" polished rod. Seated pump. Pressure
tatd pump to 500 pai w/ hot oiler. Released pressure. Stroked
pump to 500 psi. Released pressure. Stroked pump to 500 psi.
Released pressure. Clamped off rods. SDFN. Approx 1405



DAILY COMPLETION REPORT

Operator: Wildrose Resources Corporation Page 4
Well: Pariette Federal #24-24
SW SE (814' FSL & 2095' FWL)
Section 24, T 8 S, R 17 E
Uintah Co. , Utah

05/20/95 Day 14: RD & MO Gibson Well Service. Drop from report
waiting on production



EeulPNENT INVENTORY
UTAH DIVISION OP OIL, GAS AND HINING

STATE OF UTAH

Operator: WILDROSE RESOURCES Lease: State: Pederal: X Indiant Feet

Well Name: PARIETTE PEDERAL 24-24 API Number: 43-047-32646

Section:Q24 Township:SS_ Range:17E Countyt UINTAH Pield: UNNAMED

Well Status: POW We11 Types Oil: X Gas:

PRODUCTION LEASE EOUIPHENT: (NUHBER)

Bo11er(s): Compressor(s): Separator(sk: Dehydrator(sys

Shed(s): Line Hester(s): Heated Separator(s): VRU:

Hester Treaterts):

PUMPS:

Triplext Chemical: Centrì£ugal: 1

LIFT METHOD:

Pumpfack: X Hydraulic: Submersible: Flowing:

GAS EOUIPHENT: (NUMBER)

Purchase Heter: O Sales Hetert O

TANKS: NUMBER 812E

Oil Storage Tank(s): 2 4OO BELS

Water Tanktsfr BBLE

Power Water Tanks BBLS

Condensate Tankts): BBLE

Propane Tanks 1

Central Battery Locations (IP APPLICABLE)

Otr/Otr: Section: Township: Range:

RENARKS: OIL TANKS HAVE BURNERS. RESERVE PIT IS OPEN WITH 45O BARRELS PLUID

PRESENT.

Inspectort DAVID W. HACKFORD Deter
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Form 3160-4 Form approved.
(N tyr 1 ), UN411.ÓST AT E: E

ret N3
,

110904 137

DEPARTMENT OF THE I I . .. ,, ,, ...

BUREAUOF LANDMANAGEAENT '
-----

IP INDIAN, ALLOTTBÑÒÉ T IBÑ ÑAME

WELL COMPLETION OR RECOMPLETIOf(AŸÊI NINt
ta. †Y#Š 01 ËLL• tŠr.t. E 2',?....O .. op.,

¯

. UNIT MM M

k TYPE OF COMPLETION:
NEN1 si,?." O 5" O L'J'ãO ":'.',4.14 t'V' OR LSABS -

È. NAME OF OPERATOR

. ADDRBBB OP UPERATOR

4gg <. 4/bim 5 , L.inleA , C'o estai io. .........wn. 2,

4. I,ocATroN or watt (Report location clearig and its accortlance seith esty Ëfete requirements)* 011
At BUrface 11 AR., N., OR BLOCK AND BURVET

At top prod. interval reported below

At total depth
'

.rtag.... 14. PERatiT NO. DATE 188080 12. COUNTT 08 Í . BTATE i

43- 0 47- 8.)&% $¾"faa t½o.A
15. DATE APUbDED Ê$. DATE T.D. REACHED 17. DATE COBfPL. (Ë€BÊg$0 prOA.) A. ELETATIONS (DF, RKB, RT, 08, BTC.)o 19. ELET. CA8tNOBBAD

4/re/er- 4/.nor <./a/vr cara' sa ¢ara'
20. TorAL DarTH. Na a TTD $1. FLUU. BACK T.D., MD & TTD 22. IF Mft.TIPt.B COMPL., 23. INTERVAt.S ROTART TOOLS CABl.B TOO!

HOW NANT* DRILtÆD BT /64s-o 6.ggg 4 ¡ o-1r1>
24. PaoDUCENO INTERVAI.(B), OF THIS COst!'LETION--TOP, BOTTOM, NAME (MD AND Two)* 25. wAa osaacTroNAL

28. TTPE BLE ND OTilBR LOGB RUN ,

' $Î. WAS WELL COBSD

nur, t>u., L.T>$, APS, SI- ¡ 7Ë /_/TCÒ Ogo) A/o
28. CARING RECORD (Report att stringe seg in well)

CABINO SIES WEIGHT. LB./FT. DEPTH NET (MD) IlOLE 81EE CEnfENTING RECORD AMOUNT PULLED

9f/s" av saa' /..7Ñ aoo sw (cea 4. tr.A.« -

V ia" 16.5¯ (µ440 7'78" ato a ' --

20. LINER RECORD 30. TUBING RECORD

8128 TOP (MD) BOTTOM (MD) BACKS CEMENT* BCREEN (ND) SIER DEPTR 8-T (MD) PActsa ght (MD)

gg .v/g bos e' ' A
Ai. WaaroRATION ascono (IntervaÊ,site enA asmier 82. ACID, SHOT. FRACTURE, CEMENT SQUEEEE. ETO.

(o00y' - ( (g' Agigg . ,4
DEPTH INTERTAI, (MD) AMOUNT AND EIND OF MATERML USED

6-24(,'- r3or' ( 8 hates. .‡«")
food5'-6el(,' 14oossal ook 4 agoood ·299.59..4

rars' -- rat9' ( 8 h•tes -
.4e" 5296'- Œ.94' ,2rtoo sei cask 4 (ooaea * cay.fo sg

samt - •s3av' ( fe holes - .4t" 5/64'- rnr' r96eo gal oder 4 r;3oon >•/do se.ed
riá4 - ros' (n knies - ,er"3 4;ioe+e, y.;;a egged

83-* PRODUCTION
DATE PIRST PRODUCTION PRODUCTION METHOD (Fl0toing, $80 Hjf, psmping--B SS ON Égp0Of pHMP) WELL STATUS (ÉroAg@ingor

DATib0 TEST NOURS TESTED CHOR BIE- B RD Oltr-BBL GAN--MCF. WATER--BBL. UAS IL R O

FloW. TUBING 98-58. CAstNG PREBBURE CAt.cDLATED off.--BBL. BAB--MCF. WATE:R--RBL. OIL ORATITT•API (CORE.)
24-ROUR RATE .

A50 ---+ // NO O 3 i
84. DISPOSITION OF GAS ($old,Netà for fue , eenfeA,etc.) TEST WITNassmD BT

Used &- et go I& F. W ; /cAC
35. List or ATTAcastaNTa

Else e Lo La,' I e
80. I hereb a ta K atton is comple and correet as determined from all available records

*(SeeInstructionsand Spacesfer Addulonel Dataon ReverseSide)
litie 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or frendulent statements or representations as to any matter within its
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Form 3160-5 UNITED STATEs AUGI 3 ig¾ FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR "f, a i 3$99

BUREAU OF LAND MANAGEMEN° 5 Mase Designation and Serial No.

DIVOFOIL,GAS& MINIbG IITU-45431
SUNDRY NOTICES AND REPORTS ON VI:LLS ' ¿. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA. Agreement Designation

SUBMIT IN TRIPLICATË
l. Type of Well

II Other
8. Well Name and No.

2. Name of Operator Pari ette Fed. # 24-24

Equitable Resources Energy company _

* ^"*""°

3. Address and Telephone No.
43-047- 32646

1601 Lewis Avenue; Bil1ings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monum.Butte/Green River
11. County or Parish, State

SE SW Sec. 24, T8S, R17E
814' FSL, 2095' FWL Uintah County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDIÓATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O sor,«.or in ... O Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracmring

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Change of operator DisposeWater
(Note: Reportresultsof multipiccompletiononWe11

Completion or Recompletion Repon and Los form.)

13. D:scribe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Effective 9/1/96 this well will change operator from Wildrose Resources Corp. to:
Equitable Resources Energy Company
1601 Lew.is Avenue
Billings, MT 59102

SELFCERTIFICATION:I hereby certify mat I amauthorized, by proper lease interest omer, to conductthese
operations associated wi the application. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being pmvided by Equitable Resources EnergyCopany as principal and Safeco Insurance Cœpany of Alerica as
surety underBln BondNo. MT0576 (Nationwide Oil &Gas Bond#5547188)whowill be responsible for cop1iance

with all the terms and conditions of the lease associated with this application.

14. I hereby certi t e oregoing e and correct Regul atory and

siened /CLEV C DLrt'4" Ti,,, Environmental Specialist Date

(This spa ed al õr ta ce use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person know ly and willfully to make to any depanrnent or agency of the United States any false, fictitious or fraudulent scatements

or represenmions as to any matter within its jurisdiction.
*See Instruction on Reverse



J

Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR ""
'ire :

MaN 31 135

BUREAU OF LAND MANAGEMENT 5. Mase Designation and Serial No.
UTU-45431

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE n/a

1. Type of Well

U °¿n O GWa
H Other 8. Well Name and No.

2. Name of Operator Pariette Fed. #24-24
Wildrose Resources Corporation 9. API Well No.

3. Addressggggpl&otah Albion Street; Littleton, CO 80121 (303) 770-6566 43-047- 32646
10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) Monument Butte/Green River
11. County or Parish, State

SE SW Section 24, T8S, R17E
.

814' FSL, 2095' FWL Uintah County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plan

O acco.,,,,son O New Construction

O Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injecdon

Other change of nparator Dispose water
(Note: Reportresultsof multipiccompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details. and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Effective 9/1/96 this well will change operator from Wildrose Resources Corporation
to:

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102 o e o
(406) 259-7860 SE. Oo 1990

DIV.OFOit GAS& MINING
ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: State of Utah, Division of Oil, Gas and Mining

14. I herebyDythat the forego

Tide * • Date

(This space for e o te office use)

Approved by Title Date
Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and winfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



EGUITABLERESOURCES
ENERGYCOMPANY
WESTERN REGION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361

September 3, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Change of operators

Enclosed for your files are the Change of Operator sundries for the following
wells:

Pariette Federal #9-23

Pariette Federal #13-24

Pariette Federal #14-24

Pariette Federal #24-24

Pariette Federal #12-24

Pariette Federal #34-24

Sincerely,

ma G:><mack
Molly C
Operations Secretary U

/mc

Enclosures
DN.OF0\L, GAS&M\N\NG

cc: State of Utah, Division of oil, Gas, & Mining
Bobbie



- 't United States Department of the Interior

%.2.# BUREAU OF LAND MANAGEMENT
Vernal District Office

170 South 500 East Phone: (801) 781-4400

IN REPLY REFER TO: Vernal, Utah 84078-2799 Fax: (801) 78l-44IG

3162.3
UTO8300

September 30, 1996

00 T 1 0 1996
Equitable Resources Energy Company
Attn: Bobbie Schuman
1601 Lewis Avenue DIVOFOIL,GAS& MINING
Billings, MT 59102

Re: Well No. Pariette Fed. 24-24
SESW, Sec. 24, T8S, R17E
Lease U-45431
Duchesne County, Utah

Dear Ms. Schuman:

This correspondence is in regard to the self-certificationstatement submitted requesting a
change in operator for the referenced well. After a review by this office,the change in
operator request is approved. Effective immediately, Equitable Resources Energy Company is
responsible for all operations performed on the referenced well. All liability will now fall under
your bond, BLMBond No. MTO576,for alloperations conducted on the referenced well on the
leased land.

If you have any other questions concerningthis matter, please contact Margie Herrmann or
Pat Sutton of this office at (801) 789-1362.

Sincerel ,

Howard B. Cleavinger
Assistant Field Manager
Minerals Resources

cc: Wildrose Resources Corporation

Great Northern Drilling Co. Inland Production Co. John F. Jennings
Wendy Wolf Kaufman Robert B. Lambert Michael W. Lambert
Thomas J. Lambert Lexey C. Lambert Trust Robert Lambert Trust
Loex Properties 1984 Montana & Wyoming Oil Phantom investments
Larry R. Simpson Uinta Energy Corp. Vaughey & Vaughey
John B. Warne Bonnie B.



Division of Oil, Gas and Mining Routi

OPERATOR CHANGE WORKSHEET 1- 6
2-6tTT ¯ 7-KDR

Attach all documentation received by the division regarding this change. 3 8-SJ

Initial each listed item when completed. Write N/A if item is not applicable. 4-VLD / 9-FILE
5-RJF

Idi Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-1-96

TO: (new operator) EqUITABLE RESOURCES ENERGY FROM: (old operator) WILDROSE RESOURCES CORP.
(address) 1601 LEWIS AVE (address) 4949 S ALBION ST

BILLINGS MT 59102-4126 LITTLETON CO 80121

Phone: (406) 259-7860 Phone: (303) 770-6566

Account no. N9890 Account no. N9660

WELL(S) attach additional page if needed:

Name: PARIETTE FED 24-24/GR API: 43-047-32646 Entity: 11760 S 24 T 8S R 17E Lease: UA5431
Name: PARIETTE FED 12-24/GR API: 43-047-32713 Entity- 11888 S 24 T 8S R 17E Lease: U45431
Name: PARIETTE FED 13-24|GR API: 43-047-32546 Entity: 11689 S 24_ T 8S R 17E Lease: U45431
Name: PARIETTE FED 14-24/GR API: 43-047-32645 Entity: 11753 S 24 T 8S R 17E Lease: 845431
Name: PARIETTE FED 9-23/GR , API: 43-047-31543 Entity: 9935 S 2_3_ T 88 R 17E Lease: U45431
Name: PARIETTE FED 34-24/GR API: 43-047-32506 Entity: 11892 S 24 T 88 R 17E Lease: 845431
Name: PARIETTE FED 23-24/DRL API: 43-047-32710 Entity: 99999 S 21_ T 8S R 17E Lease: 045431

OP RATOR CHANGE DOCUMENTATION

f 1. (1649-8-10) Sundry or other legal documentation has been received from the FORMER operator
(attach to this form). gg gg

2. (r649-8-10) Sundry or other I al documentation has been received from the NEW operator (Attach
to this form). / fy

3. The Department of Commerce has been contacted if the new operator above is not currently operating
any wells in Utah. Is the company registered with the state? (yes/no) If yes, show company

4.

OeR Nmkr

AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change.
Make note of BLM status in comments section of this form. BLM approval of Federal and Indian well
operator changes should ordinarily take place prior to the division's approval, and before the
completion of steps 5 through 9 below.

5. Changes have en entered in the Oil and Gas Information System (3270) for each well listed above.
( to-/b-

6. Cardex file has een updated for each well listed above. (¡s/t,-M)

7. Well file labels have been updated for each well listed above. //> / ÝÑ
8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for

distribution to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (je /b-?&/

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there
for reference during routing and processingof the original documents.

caustwpdocavormsbperchng
- OVER



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

(Rr49-E8

) Entity assignments have been reviewed for all wells listed above. Were entity changes
made? (yes/ If entity assignments were changed, attach copies of Form 6, Entity Action
Form.

N 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures
of entity changes.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of
today's date . If yes, division response was made to this request by letter
dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

a 1. Copies of documents have been sent on to at Trust
Lands for changes involving State leases, in order to remind that agency of their responsibility to
review for proper bonding.

FILMING

1. All attachments to this form have been microfilmed. Today's date: 9Ø] .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change
file.



Form 3I 5 UNITED STATES PORM APPitOVED
Qune1990) DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT 5- i as Designados and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/aUse "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA. Agreement Designadon
SUBMIT IN TRIPLICATE Humpback Unit

i. Type or w,,, UTU76189X

Ð U.a O a O y, 8. Well Name and No.

2. Name of Operator See Attached
Equitable Resources Energy Company 9. AN Weß No.

3. Address and Telephone No. See Attached
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Umation of Well (Footage. Sec.. T., R., M., or Survey Description) Monument Butte/Green
See Attached it. countyor Parish, st...

Uintah County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nodce onntent Abandonment Chang of Ram

O a.co.,i.e.. O New Construction

Subsequent Repon O Mugging Back O Non-Roudne Fracturig

O c..i., ....i, O Water Shut-OH

O Final Abandonment Notice O an..., c.i., O c.......... i.>.es..

Other Al fÞ Ret11Y1i DEANYAm O ois... w.2,
(Note: Reportresuksof multipiccompletiononWell

Completion or Rccompletion Report and Los form.)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates, including estirnated date of starting any proposed work. If well is directionsily drilled,
Sive subsurface locations and measured and tme vertical depths for all markers and zones pertinent to this work.)*

Attached are the Site Security Diagrams for the wells listed on the attached exhibit.

14. I ce ify that the foreg true and conect Agent for Equitable
signed Tirie Romnnrr,om Pnprg t,n ny Date 9-1 S-99

(This space for Federal or office use)

CR f approvai, if any:
Title Date

Tide 18 U.S.C. Section1001. snakes is a crime for any person knowinglyand willfully to make to any departmentor agency of the United States any false, fictitiousor fraudulentstatements

or representadons as to any matter within its jurisdiction.
'See instruction on Reverse



Sheet1
HumpbackUnitSite.Security Diagrams

Well Name Location County gate Footages API Number

Pariette Federal #8-23 SE NE Section23, TSS, R17E Uintah UT 3353'FSL &875' FEL 43-047-32676
Parie#e Federal #9-23 NE SE Section23, TSS, R17E Uintah UT 2157' FL&813' FEL 43-047-31543
Pariette Federal #12-24 SW NWSection24, TSS, R17E Uintah UT 3100' FSL &472' FWL 43-047-32713
Pariette Federal #13-24 NW SW Section24, TSS, R17E Uintah UT 1745' FSL & 768' FWL 43-047-32546
Pariette Federal #14-24 SW SW Section24, TSS, R17E Uintah UT 660 FSL &661' FWL 43-047-32645-pPariette Federal #24-24 SE SW Section24, TSS, R17E Uintah UT 814' FSL &2095' FWL 43-047-32646
Pariette Federat #34-24 SW SE Section24. TSS, R17E Uintah UT 465' FSL & 1781' FEL 43-047-32506

Page



c.wui irtoLC ncouunutu CNtWOY UUMVANY PANit I i t FtUtNAL 24-24
PARIETTEFEDERAL24-24 SEISW SEC. 24, TSS, R17E
PRODUCTIONFACILITYDIAGRAM UINTAHCOUNTY,UTAH

FEDERALLEASE #U 45431
UNIT# UTU - 76189-X

• 100 BBL .

- WATER .

400 BBL 400 BBL ·

OIL OIL
PROPANE )

2 1 2 1 •

ContainmentDike

PUMPINGUNIT
Wellhead

Engine

Road
VALVEDESCRIPTION

DURING DURING DURING
PROD. SALES WATERDRAIN MANMW

EQUITABLERESOURCES
VALVE#2 CLOSED OPEN CLOSED ENERGY COMPANYVALVE#3 CLOSED CLOSED OPEN WESTERN REGIONVALVE#4

DIÀGRAMNOT TO SCALE Amo 20,



|OMM e ' STATEOF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designadon and Serial Number

See Attached
6. If Indian, Allotlee or Tdbo Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this fona for proposals in drill new wells, deepen existing welfs, or to seenter pluDged and abandoned wells.

Use APPUCATION FOR PERMIT TO DAIU.OR DEEPEN form for such proposal•. See Attached
8. Well Name and Number:1. Type of Wea: OIL@ GAs O OTHER:

See Attached
p

F¯C' i¯ I3 / I~T)
..

2. Name of Operator: 9. API Well Number:

Inland Production Company DCT 1 3 1997 See Attached
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Foatages: See Attached Exhibit cono:
OQ, Sec..T.,R.M.: State:

* CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICEOF INTENT SUBSEQUENT REPORT

(Submit in DupMoete) (Submb Original Form Only)

O Abandon O New construction O Abandon O New Construction
0 R•Palr Casing O Pull or Atter casing O Repair casing O Pull or After casing
0 Change of Plan• O Recompl•t• O Change of Plan• O Reperforate
O convertto injection 0 Reperforate O convertto injection O ventor Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-OH

O MultipleCompletion O Water Shut-OH ŒOther Change of Operator
g other Change of Operator

Date of work completion 9-30-97'
Approximate date work will start Aeport results of Multiple Completione and Recompletione to different reservoirs on WELL

COMPLEDON OR RECOMPLETION REPORT AND LOG form.
* Must be accompanied by a cement verillcationreport.

12. DESCRIGEPADPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
verticaldepths for all mmisers and zones pergnent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased 14 6'ri'þórt iòn
thereof under State of Utah Statewide Bond No. 4471291.

OCT1 " 1997

a.....,.. CHRISA. ATTORNEY-IN-FACT o.,.. 3d 97

Tide spoon for State use only)

Ap4) (See Instrucdonson Aaverse



INLAND
Inland Resourœs Change of Operator

WELL
NAME¯

LOCATION COUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT

ÉNDELFEDERAL#1-17 NENW 179S 19E UINTA UT PARIETTE BENCH 43-047-30059-00 UTUO17991
ENDELFEDERAL#3-17 SWNW 179S 19E UINTA UT PARIETTEBENCH 43-047-30074-00 UTUO17991

PARIETTE BENCH#4 (SWD) SWSE 7 9S 19E UINTA UT PARIETTEBENCH 43-047-15681-00 UTUO17992 8910069630ARIETTEBENCHFEDER #14-5 SWSW 5 9S 19E UINTA UT PARIETTEBENCH 43-047-31123-00 UTUO17992
RIETTE BENCH FEDER #41-7 NENE 7 9S 19E UINTA UT PARIETTEBENCH 43-047-31584-00 8910069630RIETTE BENCHFEDER #32-6 SWNE 6 9S 19E UINTA UT PARIETTEBENCH 43-047-31554-00 UTU50385

ARIETTEBENCHFEDER #43-6 NESE 6 9S 19E UINTA UT PARIETTEBENCH 43-047-31616-00 UTUO17992
RIETTE BENCH UNIT#2 SWNE 7 9S 19E UINTA UT PARIETTEBENCH 43-047-15680-00 8910069630EDERAL#22-25 __ _ _SENW 258S 17E UINTAH UT UNDESIGNATED(H) 43-047-32008-00 UTU67845 UTU76189X ,ONUMENTBUTTEFED #24-25 SE SW 258S 17E UINTAH UT UNDESIGNATED(H) 43-047-32669-00 UTU67845 UTU76189XONUMENTBUTTEFED #34-25 SW SE 258S 17E UINTAH UT UNDESIGNATED (H) 43-047-32670-00 UTU67845 UTU76189XONUMENTBUTTEFED. #21-25 NENW 258S 17E DUCHESNE UT UNDESIGNATED (H) 43-047-32528-00 ÜÏÜšÌë45 UTU76189XONUMENTBUTTEFED. #12-25 ŠWNW 258S 17E UINTAH UT UNDESIGNATED(H) 43-047-32526-00 ÜŠ7845 UTU76189XQNUMENTBUTTEFED. #23-25 NESW 258S 17E UINTAH UT UNDESIGNATED (H) 43-047-32529-00 UTU67845 UTU76189XONUMENTBUTTEFED. #31-25 NWNE 258S 17E UINTAH UT UNDESIGNATED (H) 43-047-32530-00 UTU67845 UTU76189XNUMENTBUTTEFED. #32-25 SWNE 258S 17E UINTAH UT UNDESIGNATED (H) 43-047-32524-00 UTU67845 UTU76189XQNUMENTBUTTEFED. #33-25 NWSE 258S 17E UINTAH UT UNDESIGNATED(H) 43-047-32525-00 UTU67845 UTU76189XNUMghlTFEDERAL#1&25 NWNW 258S 17E UINTAH UT UNDESIGNATED(H) 43-047-32455-00 UTU67845 UTU76189XIETEEDRAWFED. #8+236 SE NE 238S 17E UINTAH UT UNDESIGNATED(H) 43-047-32676-00 UTU45431 UTU76189XIETERFEDERAL#9-23 NESE 238S 17E UINTAH UT UNDESIGNATED(H) 43-047-31543-00 UTU45431 UTU76189XIETTEFEDERAL #12-24 SWNW 248S 17E UINTAH UT UNDESIGNATED (H) 43-047-32713-00 UTU45431 UTU76189XIETTEFEDERAL#13-24 NWSW 248S 17E UINTAH UT UNDESIGNATED(H) 43-047-32546-00 UTU45431 UTU76189XIETTE FEDERAL#14-24 SWSW 248S 17E UINTAH UT UNDESIGNATED(H) 43-047-32645-00 UTU45431 UTU76189XRIETTE FEDERAL#23-24-8-17 NE SW 248S 17E UINTAH UT MONUMENT BUTTE (H) 43-047-32710-00 UTU45431 UTU76189XRIETTE FEDERAL#24-24 SESW 248S 17E UINTAH UT UNDESIGNATED (H) 43-047-32646-00 UTU45431 UTU76189XRIETTE FEDERAL#34-24 SWSE 248S R17E UINTAH UT UNDESIGNATED(H) 43-047-32506-00 UTU45431 UTU76189X

Page



United States Department of the pr
BUREAU OF LAND MANAGEME

Utah State Office 998
P.O. Box 45155

Salt Lake City, UT 84145-0155

IN REPLY REFER TO
UT-931

February 10, 1998

Inland Production Company
475 17th Street, Suite 1500
Denver, Colorado 80202

Re: Humpback (Green River) Unit
Uintah County, Utah

Gentlemen:

On February 10, 1998, we received an indenture dated November 17, 1997, whereby
Equitable Resources Energy Company resigned as Unit Operator and Inland Production
Company was designated as Successor Unit Operator for the Humpback (Green River) Unit,
Uintah County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
February 10, 1998. In approving this designation, the Authorized Officer neither warrants
nor certifies that the designated party has obtained all required approval that would entitle
it to conduct operations under Humpback (Green River) Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0056 will be used to cover all operations
within the Humpback (Green River) Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,

Is/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure
bcc: District Manager - Vernal (wlenclosure)

OisisiaWat Gil;Gas & Mining :

Minerals Adjudication Group U-932
File - Humpback (Green River) Unit (wlenclosure)
MMS - Data Management Division
Agr. Sec. Chron/Fluid Chron



Page No. 1
02/10/98

Mell Status Report

Utah State Office
Bureau of Land Management

Lease Api Nt-ber Mell Name OTR Section Township Range Well Status operator

** Inspection Item: UTU76189X
UTU67845 4304732455 11-25 NWNU 25 T 85 R17E OSI EGUITABLERESOURCESENERGYCO

UTU45431 4304732713 12-24 SWNU 24 T 85 R17E POW EQUITABLERESOURCESENERGYCO

UTU67845 4304732526 12-25 SWNU 25 T SS R17E POW EOUITABLERESOURCES ENERGYCO

UTU45431 4304732645 14-24 SWSM 24 T 85 R17E POW EQUITABLERESOURCESENERGYCO

UTU67845 4304732528 21-25 NENW 25 T 85 R17E OSI EQUITABLERESOURCESENERGYCO

UTU67845 4304732008 22-25 FEDERAL SENW 25 T 8S R17E POW EQUITABLERESOURCESENERGY CO

UTU67845 4304732529 23-25 NEsW 25 T 85 R17E POW EGUITABLERESOURCES ENERGYCO

UTU45431 4304732646 24-24 SESW 24 T 8S R17E PW EQUITABLERESOURCESENERGY CO

UTU67845 4304732669 24-25 SESW 25 T 8S R17E POW EGUITABLERESOURCESENERGYCO

UTU67845 4304732530 31-25 FEDERAL NWNE 25 T BS R17E POW EQUITABLERESOURCES ENERGYCO

UTU67845 4304T32524 32-25 MONUMENTBUTTESWNE 25 T 8S R17E PW EQUITABLE RESOURCESENERGY CO

UTU67845 4304732525 33-25 NWSE 25 T 8S R17E PW EGUITABLERESOURCESENERGYCO

UTU45431 4304732506 34-24 SWSE 24 T 8s R17E PW EQUITABLERESOURCESENERGYCO

UTU67845 4304732670 34-25 SWSE 25 T 8S R17E PW EQUITABLERESOURCES ENERGY CO

UTU45431 4304T31543 9-23 PARIETTE DRAN NESE 23 T 8S R17E POW EGUITABLERESOURCESENERGYCO

UTU45431 4304T32676 PARIETTE DRAM8-23 SENE 23 T 8S R17E POW EQUITABLERESOURCES ENERGYCO

UTU45431 4304T32546 PARIETTE FED 13-24 NWSW 24 T 8S R17E PW EGUITABLE RESOURCES ENERGY CO

UTU45431 4304732710 PARIETTE FED 23-24 NESW 24 T 85 R17E POW EGUITABLE RESOURCESENERGY



HUMPBACK (GREEN RIVER) UNIT
Uintah County, Utah

EFFECTIVE: JANUARY 1, 1997

i e
i

23 si 24
s-2a g28-24
e

24
24 24

34 24

21-25 31-25 U

2e e §22-25
12-25

32-25

e
2 6 22.2g 5,2 2,

e A
24-26 34-26

17E
SECONDARY

- UNIT OUTLINE (UTU76189X) ALLOCATION

FEDERAL 100.00%
1,468.47



* ° 03/10/1997 05: 15 1-406-628-4164 CRAZY MTN ORG PAGE 02

0 EQUITABLERESOURCES
ENERGYCOMPANY
WESEN REG N
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Oas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources
EnergyCompany



3/10/1997 65:15 1-406-62W164 CRAZY MTN ORG PAGE 01

CrazyMountain Oil Gas Services
P.O. Box5TI
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO.

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached . Including CoverSheet
.

NOTE



FbRM 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Ne 8 « 81594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

N9890

C/0 CRAZY MTN 0&G SVS'S 12 / 97REPORT PERIOD (MONTH/YEAR):EQUITABLE RESOURCES ENERGY
PO Box 577
LAUREL MT 59044 AMENDED REPORT ighlight Clmnges)

Well Name Producing Well Days Production Volumes
API Nuraber Entity lacation Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)

MONUMENTFEDERAL 23-25
4304732529 12053 085 17E 25 GRRV 78 5 /4,p uktig, (InhL
MONUMENTFEDERAL 31-25
4304732530 12053 085 17E 25 GRRV
PARIETTE FEDERAL 13-24
4304732546 12053 085 17E 24 GRRV
PARIETTE FEDERAL 14-24;
4304732645 12053 085 17E 24 GRRV
PARIETTE FEDERAL 24-24
4304732646 12oS3 oSS 17E 24 GRRV
BALCRONMONUMENTFEDERAL 24-25
4304732669 12053 085 17E 25 GRRV

.CRON MONUMENTFEDERAL 34-25
4304732670 12053 085 17E 25 GRRV
PARIETTE DRAWFEDERAL 8-23
4304732676 12053 085 17E 23 GRRV
PARIETTE FEDERAL 23-24
4304732710 12053 085 17E 24 GRRV
VARIETTE FEDERAL 12-24

,, r,
4304732713 12053 085 17E 24 GRRV
MONUMENTFEDERAL 43-10-9-16
4301}31723 12065 095 16E 10 GRRV
MONUMENTFEDERAL 34-31-8-16
4301331715 12067 085 16E 31 GRRV
MONUMENTFEDERAL 33-10-9-16
4301331722 12087 095 16E 10 GRRV

TOTALS

OMMENT3

hexay certify that this report is true and complete to the best of my knowledge. Date

lame and Signature: Telephone Number



D¢¢em ofOILGas aaßBaing

OPERATOR CHANGE WORKSHEET

Attach all documentationreceived by the divisionregarding this change. N¥PR- R-ST V ,

Initial each listed itemwhen completed. WriteN/A if item is not applicable. 4-VI D 9.FU,R

SK Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

I

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INI.AND PRØDUCTION COMPANY FROM: (old operator) EQUITABI.E RESOURCES ENERGY

(address) Po Box 1446 (address) Po Box 577
ROOSEVELT UT 84066 I.AUREL MT 59044

c/O CRAZY HTN O&G SYS'S

Phone: (435) 722-5103 Phone: (406) 628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
HUMPBACK (GREEN RIVER) UNIT

Name: **SEE ATTACHED** API:4-tf7-32; a Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:

OPERATOR CHANGE DOCUMENTATION

l. r649-8-10LS d/ryor ot er legaldocumentation has been received from the FORMER operator (attach to this

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (0) /o.-/3-ÿ7)

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes hyve been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. (P/&fÑ
7. Well file labels have been updated for each well listed above. Ú -/UN

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (2-/AÑ

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routing and processingof the original documents.

Jons\wpdocs\fonns\operchng
- OVER



OPERATOR CHANGE WORKSHEET (continued) - Initialeach itemwhen completed. Write N/A if item is not applicable.

( 4 Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes If entity assignments were changed, attach cogies of Form 6, Entity Action Form.

4 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (1649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

l. Copies of documents have been sent on to at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,
of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: SM•$
.

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FOR 3160-5 UNITED STATES FORMAPPROVED
.e (Áme1990) DEP OF THE INTERIOR Budget Bureau No. 1004-0135

BUKEAU OF LAND MANAGEMENT Expires: March31, 1993
5. Idase Designationand Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-45431
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, Allotteeor TribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE HUMPBACK (GR RVR)
1. Type of Well

Oil Gas 8. Wel1Nameand No.X
Well Well Other PARIETTE FEDERAL 24-24

9. APIWell No.

2. Name of Operator 43-047-32646
INLAND PRODUCTION COMPANY 10.Field and Pool, or ExploratoryArea

3. Address and TelephoneNo. PARIETTE DRAW
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. CountyorParish, State

4. Location of Well (Footage,Sec., T., R., m., or Survey Description)

0814 FSL 2095 FWL SE/SW Section 24, TO8SR17E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans

Recompletion New Construction
SubsequentReport Plugging Back Non-RoutineFracturing

Casing Repair Water Shut-Off
Final AbandonmentNotice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date ofstarting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECElva
NOV02 1998

DIV.0FOIL,GAS&MINING

14. I hereby certify tha

Title Manager, Regulatory Compliance Date 10/30/98

(This space for Federal or State office use)

Approved by Title Date
Conditionsof approval, if any:

CC:UTAH DOGM
Title 18U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agencyof the UnitedStatesany false, fictitious

or fradulent statementsor representations as to any matter within its



InLad Production Co pany
Site Facility Diagram

Pariette Federal 24-24

SE/SW Sec. 24, TSS, 17E

Uintah County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed
Gas Sales Meter

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open Pumping Unit

Diked SectionDraining Phase:

1) Valve 3 open

/

Emulsion Line

Load Line

Water Line - - - -·-··

Gas Sales - -· -



Un d States Department of th nterior

BUREAU OF LAND MANAGEMENT ato PalorUtah StateOffice INytWICA
P.O. Box 45155

SaltLake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



IEtSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

ITTIJ- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307)£
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309L) 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



CorporationsSection Geoffrey S. Connor •

P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretaryof State of Texas, does herebycertify that the attached is a true and
correct copy of each documenton file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
Stateat my office in Austin, Texas on September 10,
2004.

Secretary of State

Cornevisit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Preparedby:



ARTICLESOF AMENDMENT inthe$Ëce09
TO THE Secretaryof3tate ofTexas

ARTICLESOP INCORPORATION

INLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuant.tothe provisionsof Article 4.04 of the TexasBusinessCorporationAct (the
"TB0A"), the underaigned corporationadopts the following articles of amendment to the articles
of incorporation:

ARTICLE1 - Name
e

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholdersof the corporation on August 27, 2004.

The amendmentalters or changes Article Oné of the Articles of Incorporation to change
the nameof the corporationso that, as amended,Article Oneshallread in its entirety as follows:

"ARTICLEONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Piling

This document will become effective
. upon filing.

The holder of all of the shamsoutstanding and entitled to voteon said amendment has
signed a consent in writing pursuantto Article 9.10 of the TBCA, adoptingsaid amendment,and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR
°pisiiT,Ê4

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU45431
Do not use this form for proposals to dr!II or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6 IfIndian, Allottee or Tribe Name.

SUBMIT IN TRIPLIC ATE - Of fter Instructions on re erse side 7. If Unit or CA/Agreement, Name and/or No.

HT IMPE AC¥ I WTT
1. Type of Well

Oil Well O GasWell O Other 8. We11Name and No.

2. Name of Operator PARIETTEFED 24-24
Newfield Production Company

3a. Address Route 3 Box 3630 3b. Phone No. (include are cde) 4304732646

Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T., R., M, or SurveyDescription) MonumentButte

0814 FSL 2095 FWL l1. Countyor Parish,State

SE/SW Section24 TSSR17E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Q Acidize Q Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent O Alter Casing Q Fracture Treat Q Reclamation Well Integrity

SubsequentReport CasingRepair Q New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q TemporarilyAbandon Recompletion

Final Abandonment Notice Convertto Injector Q Plug Back Q Water Disposal

I3. Describe Proposed or CompletedOpention (clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measuredand true vertical depthsof all pertinent markersand zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion of the

involvedoperations. If the operationresults in a multiplecompletion or recompletion in a new interval,a Form 3160-4shall be filedonce testinghas been completed. Final

Abandonment Notices shall be filedonly afterall requirements,includingreclamation, have been completed,and the operator has determinedthat the site is ready for final

inspection.)

Subject well had recompletion procedures initiated in the Green River formation on 1/17/05. Existing production equipment
was pulled from welL A bit and scraper were run in well. Four new Green River intervals were perforated and hydraulically
fracture treated as follows: Stage #1: BS sands @6314-6318', (6300-6306') (AII4 JSPF) fraced down 2 7/8" N-80 tubing
w/39,143#20/40 sand in 350 bbis Lightning 17 frac fluid. Stage #2: CP3,4 and 5 sands @6238-6246', 6165-6187',
6145-6148', 6100-6108' (All4 JSPF) fraced down 2 7/8" N-80 tubingwl74,332#20/40 sand in 598 bbis Eightning 17 frac fluid.
Stage #3: CP3 sands @6081-6086' (4 JSPF) fraced down 2 7/8" N-80 tubingw/34,839#20/40 sand in 305 bbls Lightning 17
frac fluid. Stage #4: CP.5 sands @5944-5952' (4 JSPF) fraced down 2 7/8" N-80 tubingw/17,142#20/40 sand in 183 bbis
Lightning 17 frac fluid. Fracs were flowed back throughchokes. Sand was cleaned from wellbore. New intervals were swab
tested for sand cleanup. BHA&production tbgwere run and anchored in well wltubinganchor @6216', pump seating nipple

@6252', and end of tubingstring @631T. A new 1 1/2" bore rod pump was run in well on sucker rods. Well retumed to
production via rod pump on 1/24/05.

I hereby certify that the foregoingis true and correct Title
Narne (Printed/Typed)

S

arthameWarr c/2e0Smy

Approved by Title Date

Conditionsof approval,if any,are attached. Approval of this notice does not warrant or
certify that the applicantholdslegalor equitable title to those rights in the subject lease Office
which would entitle the aplicant to conduct operationsthereon.

Title 18 U.S C. Section 1001 andTitle 43 U.S.C.Section 1212, make it a crimefor any person knowinglyand willfully to make to any department or agency ofthe United

Statesany false, fictitious and fraudulent statements or representationsas to any matter within its jurisdiction

(Instructions on reverse) CE !VED
JAN2 6



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004

| M: (Old Operator): TO: ( New Operator):
5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: HUMPBACK (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
PARIETTE DRAW FED 9-23 23 080S 170E 4304731543 12053 Federal WI A
PARIETTE DRAW FED 8-23 23 0808 170E 4304732676 12053 Federal OW P
PARIETTE FED 34-24 24 080S 170E 4304732506 12053 Federal WI A
PARIETTE FED 13-24 24 080S 170E 4304732546 12053 Federal OW P
PARIETTE FED 14-24 24 080S 170E 4304732645 12053 Federal WI A
PARIETTE FED 24-24 24 080S 170E 4304732646 12053 Federal OW P
PARIETTE FED 23-24 24 080S 170E 4304732710 12053 Federal WI A
PARIETTE FED 12-24 24 080S 170E 4304732713 12053 Federal WI A
FEDERAL 22-25 25 080S 170E 4304732008 12053 Federal OW P
MONUMENT FED 11-25 25 080S 170E 4304732455 12053 Federal OW P
MON FED 32-25 25 080S 170E 4304732524 12053 Federal WI A
BALCRON MON FED 33-25 25 080S 170E 4304732525 12053 Federal OW P
MON FED 12-25 25 080S 170E 4304732526 12053 Federal WI A
BALCRON MON FED 21-25 25 080S 170E 4304732528 12053 Federal WI A
MONUMENT FED 23-25 25 080S 170E 4304732529 12053 Federal WI A
MONUMENT FED 31-25 25 080S 170E 4304732530 12053 Federal OW P
BALCRON MON FED 24-25 25 080S 170E 4304732669 12053 Federal OW P
BALCRON MON FED 34-25 25 080S 170E 4304732670 12053 Federal WI A
HUMPBACK U lA-26-8-17 26 0808 170E 4304734160 12053 Federal OW P
HUMPBACK U 8-26-8-17 26 080S 170E 4304734161 12053 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143
5. If NO, the operator was contacted contacted on:

Newneld_Humpback 1_FORM_4B.xls



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Humpback 1_FORM_4B.xis



RECEIVED: Oct. 10, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-45431 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 PARIETTE FED 24-24 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047326460000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0814 FSL 2095 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 24 Township: 08.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10 /9 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 10/08/2013. Initial MIT on the above listed well. On

10/09/2013 the casing was pressured up to 1210 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 0 psig during the test. There was not an
EPA representative available to witness the test. EPA# UT22197-10127

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/10/2013

October 24, 2013

Sundry Number: 43692 API Well Number: 43047326460000Sundry Number: 43692 API Well Number: 43047326460000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-45431

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well PARIETTE FED 24-24

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047326460000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

0814 FSL 2095 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 24 Township: 08.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/9/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 10/08/2013. Initial MIT on the above listed well. On Utah Division of

10/09/2013 the casing was pressured up to 1210 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 0 psig during the test. There was not an October 24, 2013
EPA representative available to witness the test. EPA# UT22197-10127

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 10/10/2013

RECEIVED: Oct. 10,



RECEIVED: Oct. 10, 2013

Sundry Number: 43692 API Well Number: 43047326460000Sundry Number: 43692 API Well Number: 43047326460000

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environrnental Protection Agency
Underground Injection Control Program

999 18 " Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: Û / Î lO
Testconductedby: oby OLGøAI
Others present: Ñp 9 ('yggv

Well Name: ŸAtusT FM ZM·ZH- M 3 Type: ER SWD Status: AC TA UC
Field:MovMoi SvTE

Location: S 5 Sec:2 T $ NgR I7 / W County: ()/a# State:g
Operator: plgwrigj)
Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduled test? [ ] Yes [>C] No
Initial test for permit? þ<f Yes [ ] No
Test after well rework? [ ] Yes [><]No
Well injectingduring test? [ ] Yes (><]No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: O psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING / TUBING ANNULUS PRESSURE

0 minutes ¡g ( o psig psig psig

5 minutes ! ll O psig psig psig

10 minutes 2] O E' E E"
15minutes /Z-IO Psia PSE PS8

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes O Ps18 Ps18
_

PS 8

minutes psig psig psig

minutes psig psig psig

RESULT

Does the annulus pressure build back up after the test ? [ ] Yes No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: Oct. 10, 2013

Sundry Number: 43692 API Well Number: 43047326460000Sundry Number: 43692 API Well Number'



RECEIVED: Oct. 10, 2013

Sundry Number: 43692 API Well Number: 43047326460000Sundry Number: 43692 API Well Number: 43047326460000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundrv

PARIETTE 24-24-8-17
8/1/2013To 12/30/2013

10/8/2013 Day: 1 Conversion

WWS #7 on 10/8/2013 - MIRU, PUMP 60 BW DOWN CSG, LD RODS - 6-7crew travel and
safety meeting 7 road rig from S-23-8-16 to 24-24-8-17 7:45 miru rig, 8:15 RDPU pump 60
BW down csg 8:30-9:25 unseat pump, 9:35 seat pump psi test tbg to 3,000 psi w/ 10 bw -

good test- LD 1-1/2"x26' polish rod, 4',6', 8',x7/8" ponys,76 -4per

7/8",22-4per ?",87-sik ?",
58-4per3/4", 4x1-1/2" WT bars, pump, flushed 1 more time w/ 30 BW, 2:00 XO to tbg EQ
NDWH unable to release TAC NU BOP RU TBG EQUIP work TAC for 30 min to release,3:00-

4:20 wait for runners to deliver trailer with tbg pu & rih w/ 1 jt tbg eot 10' bellow bottom perf
LD 1 jt tooh talling tbg breaking insoecting and green doping 60 jts 2-7/8" j-55 tbg swi ready
to flush in AM 6:30 SDFN 6:30-7:30 crew travel - 6-7crew travel and safety meeting 7 road
rig from S-23-8-16 to 24-24-8-17 7:45 miru rig, 8:15 RDPU pump 60 BW down csg 8:30-9:25
unseat pump, 9:35 seat pump psi test tbg to 3,000 psi w/ 10 bw -good test- LD 1-1/2"x26'
polish rod, 4',6', 8',x7/8" ponys,76 -4per

7/8",22-4per ?",87-slk ?", 58-4per3/4", 4x1-1/2"
WT bars, pump, flushed 1 more time w/ 30 BW, 2:00 XO to tbg EQ NDWH unable to release
TAC NU BOP RU TBG EQUIP work TAC for 30 min to release,3:00-4:20 wait for runners to
deliver trailer with tbg pu & rih w/ 1 jt tbg eot 10' bellow bottom perf LD 1 jt tooh talling tbg
breaking insoecting and green doping 60 jts 2-7/8" j-55 tbg swi ready to flush in AM 6:30
SDFN 6:30-7:30 crew travel Finalized
Daily Cost: $0
Cumulative Cost: $18,225

10/9/2013 Day: 3 Conversion

Rigless on 10/9/2013 - Conduct initial MIT - Initial MIT on the above listed well. On
10/09/2013 the casing was pressured up to 1210 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tubing pressure was 0 psig
during the test. There was not an EPA representative available to witness the test. EPA#
UT22197-10127 - Initial MIT on the above listed well. On 10/09/2013 the casing was
pressured up to 1210 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 0 psig during the test. There was not an
EPA representative available to witness the test. EPA# UT22197-10127 - 6-7 crew travel and
safety meeting 7 flush tbg w/ 30 bw by 7AM cont tooh talling tbg breaking, inspecting, and
green doping jts 2-7/8" j-55 tbg LD jts, 5-1/2" tac,1 jt SN, 2 jts, nc hot oiled another bw
down csg on tooh 12:20 tih w/ 2-3/8" wl entry guide, xn nipple, tbg sub, 2-3/8"x2-7/8

x/over, 5-1/2" AS-1X pkr, on-off tool, 2-7/8" sn, 164 jts 2-7/8 j-55 stoping and retorquing
every collar, 2:40 HU hot oiler pump 20 bw down tbg drop sv psi test tbg to 3,000 psi w/32
bw @ 3:15-4:00 -good test- bleed off psi ret sv w/ sand line nd bop set pkr @ 5096' for
15,000# tension sn @ 5090, xn @ 5104', eot @ 5106' 58' above top perf land tbg w/ slips nu
larkin head mix pkr fluid w/ 60 bbls fresh wtr psi test csg to 1,500 psi w/ 50 bbls @5:20 clean
up rig, tools, & loc lost 40 psi by 6:00 swi ready to check psi and rd in AM SDFN6:00 - 6-7
crew travel and safety meeting 7 flush tbg w/ 30 bw by 7AM cont tooh talling tbg breaking,
inspecting, and green doping jts 2-7/8" j-55 tbg LD jts, 5-1/2" tac,1 jt SN, 2 jts, nc hot oiled
another bw down csg on tooh 12:20 tih w/ 2-3/8" wl entry guide, xn nipple, tbg sub, 2-
3/8"x2-7/8 x/over, 5-1/2" AS-1X pkr, on-off tool, 2-7/8" sn, 164 jts 2-7/8 j-55 stoping and
retorquing every collar, 2:40 HU hot oiler pump 20 bw down tbg drop sv psi test tbg to 3,000
psi w/32 bw @ 3:15-4:00 -good test- bleed off psi ret sv w/ sand line nd bop set pkr @ 5096'
for 15,000# tension sn @ 5090, xn @ 5104', eot @ 5106' 58' above top perf land tbg w/ slips
nu larkin head mix pkr fluid w/ 60 bbls fresh wtr psi test csg to 1,500 psi w/ 50 bbls @5:20

http://www.inewfld.com/denver/SumActRpt.asp?RC=152470&API=4304732646&MinDa...



RECEIVED: Oct. 10, 2013

Sundry Number: 43692 API Well Number: 43047326460000Sundry Number: 43692 API Well Number: 43047326460000
Summary Rig Activity Page 2 of 2

clean up rig, tools, & loc lost 40 psi by 6:00 swi ready to check psi and rd in AM SDFN6:00 -

Initial MIT on the above listed well. On 10/09/2013 the casing was pressured up to 1210 psig
and charted for 30 minutes with no pressure loss. The well was not injecting during the test.
The tubing pressure was 0 psig during the test. There was not an EPA representative available
to witness the test. EPA# UT22197-10127 - 6-7 crew travel and safety meeting 7 flush tbg w/
30 bw by 7AM cont tooh talling tbg breaking, inspecting, and green doping jts 2-7/8" j-55 tbg
LD jts, 5-1/2" tac,1 jt SN, 2 jts, nc hot oiled another bw down csg on tooh 12:20 tih w/ 2-3/8"
wl entry guide, xn nipple, tbg sub, 2-3/8"x2-7/8 x/over, 5-1/2" AS-1X pkr, on-off tool, 2-7/8"
sn, 164 jts 2-7/8 j-55 stoping and retorquing every collar, 2:40 HU hot oller pump 20 bvv
down tbg drop sv psi test tbg to 3,000 psi w/32 bw @ 3:15-4:00 -good test- bleed off psi ret
sv w/ sand line nd bop set pkr @ 5096' for 15,000# tension sn @ 5090, xn @ 5104', eot @
5106' 58' above top perf land tbg w/ slips nu larkin head mix pkr fluid w/ 60 bbis fresh vvtr psi
test csg to 1,500 psi w/ 50 bbls @5:20 clean up rig, tools, & loc lost 40 psi by 6:00 swi ready
to check psi and rd in AM SDFN6:00 - 6-7 crew travel and safety meeting 7 flush tbg w/ 30 bw
by 7AM cont tooh talling tbg breaking, inspecting, and green doping jts 2-7/8" j-55 tbg LD jts,
5-1/2" tac,1 jt SN, 2 jts, nc hot oiled another bw down csg on tooh 12:20 tih w/ 2-3/8" wl
entry guide, xn nipple, tbg sub, 2-3/8"x2-7/8 x/over, 5-1/2" AS-1X pkr, on-off tool, 2-7/8"
sn, 164 jts 2-7/8 j-55 stoping and retorquing every collar, 2:40 HU hot oiler pump 20 bvv
down tbg drop sv psi test tbg to 3,000 psi w/32 bw @ 3:15-4:00 -good test- bleed off psi ret
sv w/ sand line nd bop set pkr @ 5096' for 15,000# tension sn @ 5090, xn @ 5104', eot @
5106' 58' above top perf land tbg w/ slips nu larkin head mix pkr fluid w/ 60 bbis fresh vvtr psi
test csg to 1,500 psi w/ 50 bbls @5:20 clean up rig, tools, & loc lost 40 psi by 6:00 swi ready
to check psi and rd in AM SDFN6:00 - Initial MIT on the above listed well. On 10/09/2013 the
casing was pressured up to 1210 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tubing pressure was 0 psig during the test. There
was not an EPA representative available to witness the test. EPA# UT22197-10127 Finalized
Daily Cost: $0
Cumulative Cost: $58,322

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152470&API=4304732646&MinDa...



RECEIVED: Oct. 10, 2013

Sundry Number: 43692 API Well Number: 43047326460000Sundry Number: 43692 API Well Number: 43047326460000

Spud Date: 4-18-95 Pariette Federal 24-24-8-17
Put on Production: 6-3-95 Initial Production: I 16 BOPD,

GL: 5012' KB: 5024' Injection Wellbore 40 MCFPD, 0 BWPD

Diagram
SURFACE CASING FRAC .IOS
CSG SIZE: 8-5/8" 5-09-95 6005'-6016' Frac sand as follows:

GRADE: J-55 41,300#20/40 sand & 14,000 gal water
Casing Shoe @323' Treated w/avg press of 2400 psi w/avg rate

WElGHT:24# of20 BPM ISIP- 3600 psi Screened out
LENGTH: 7 jts (313 5') 5-11-95 5296'-5324' Frac sand as follows:

DEPTH LANDED 323' GL
60,200#20/40 sand & 21,700 gals water
Treated w/avg press of 1750 psi w/avg rate

HOLE SIZE:12-l/4" of3I BPM 1SIP-1690 psi, 5 min 1350 psi

CEMENT DATA: 200 sxs Type V 5-17-95 5164'-5175' Frac sand as follows:
51,300#20/40 sand & 19,600 gal water
Treated w/avg press of 1700 psi wlavg rate
of24 BPM [SIP-1830psi, 5 min 1550psi

1-19-05 6300'-6318' Frac BS sand as follows:
Top of Cement @1466 39, 143#20/40 sand in 350 bbis Lightning

17 frac fluid Treated wlavg press of3880
psi w/avg rate of 14 1 BPM lSIP-2650 psi,

PRODUCTION CASING caletlush:1609gals Actual liush: 1478
CSG SIZE: 5-l/2,, gals

1-19-05 6145'-6246' Frac CP 3,4, &5 sand as follows:GRADE: J-55
74,332#20/40 sand in 598 bb1sLightning

WEIGHT: 15 5# 17 frac fluid Treated w/avg press of 3505

LENGTH: 144 jts psi w/avg rate of 14 2 BPM ISIP-1800 psi,
Cale flush: 1553 gals Actual flush: 1437

DEPTH LANDED: 6440' gals.

HOLE SIZE 7-7/8" 1-20-05 6081'-6108' Frac CP 3, sand as follows:

CEMENT DATA: 180 sx HFH & 530 sx 50/50 Poz 34,839#20/40 sand in 305 bbis Lightning

CEMENT TOP AT: 1466, 17 fraa fluid Treated w/avg press of3680
psi wlavg rate ot 14 3 BPM ISIP-2150 psi,
Calc flush: LS49 gals Actual flush: L47]
gals

1-20-05 5944'-5952" Frac CP .5 sand as follows:

TUBING 17,142#20/40sandin 183 bbisLightning
17 frac fluid Treated wlavg press of 3785

SIZE/GRADE/WT : 2-7/8" / J-55 / 6 5# psi w/avg rate of 14 2 BPM ISIP-1850 psi,
Calc flush: 1549 gals. Actual flush: 1395

NO OF JOINTS: 164 jts (5078 l')

SEATING NIPPLE: 2-7/8" (1 10') Ìl SN @5090' 09/08/05 Tubing Lenk Detail rod and tubing update
SN LANDED AT: 5090 l' KB On Off Tool@ 5091' 12/13/05 Tubing Leak. Detail Rod and tbg update
ONIOFF TOOL AT: 5091 2' Packer @50962 09/25/07 Parted Rods Tubing & Rod detail updated

ARROW #1 PACKER CE AT: 5096 33 12/11/08 Parted rods Updated rod & tubing details
X/N Nipple @5105'

XO 2-3/8 x 2-7/8 J-55 AT 5100'
¯

EOT @5106, 10/9/09 Parted rods Updated rod & tubing details

TBG PUP 2-3/8 J-55 AT 5100 5' - 5164'-5175, 10/08/13 Convert to Injection Well

X/N NIPPLE AT: 5104 6' 5296'-530 i, LO/09/l3 nyersion MIT Finalized - update tbg

TOTALSTRINGLENGTH: EOT@51062 5315'-5319'

5321'-5324'

PERFORATION RECORD
5-05-95 6005'-6016' 2 JSPF 22 holes
5-11-95 5295'-5301' 2 JSPF 8 holes

5944-5952, 5-11-95 5315'-5319' 2 JSPF B holes
5-11-95 5321'-5324' 2JSPF 6holes

6005'-60l6= 5-16-95 5164'-5175' 2JSPF 22holes
|-18-05 6314'-6318' 4]SPF 16holes

6081'-6086' L-IS-05 6300'-6306' 4JSPF 24holes
1-18-05 6238'-6246' 4 JSPF 32 holes

6100'-6108' I-18-05 6165'-6187' 4JSPF 88holes
1-18-05 6145'-6L48' 4]SPF 12holes

6145'-6148' 1-L8-05 6100'-6108' 4]SPF 32holes
1-18-05 608I'-6086' 4]SPF 20holes

NEWFIELD 6165'-6187' 1-18-05 5944'-5952' 4]SPF 32holes

6238'-6246'

6300'-6306'
Pariette Federal 24-24-8-17

2095 FWL 814 FSL
.2 6314'-6318'

SE/SW Section 24-T8S-RI7E PBTD@ 6392'

Uintah Co, Utah SHOE @6440
API #43-047-32646; Lease #UTU-45431

TD @6450'

LCN



RECEIVED: Nov. 11, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-45431 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 PARIETTE FED 24-24 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047326460000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0814 FSL 2095 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 24 Township: 08.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11 /8 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 10:00 AM on
11/08/2013 EPA # UT22197-10127

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/11/2013

November 12, 2013

Sundry Number: 44685 API Well Number: 43047326460000Sundry Number: 44685 API Well Number: 43047326460000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-45431

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well PARIETTE FED 24-24

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047326460000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

0814 FSL 2095 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 24 Township: 08.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1 1/8/2 0 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 10:00 AM on Accepted by the
11/08/2013 EPA # UT22197-10127 Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 12, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/11/2013

RECEIVED: Nov. 11,



RECEIVED: Jan. 14, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-45431 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 PARIETTE FED 24-24 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047326460000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0814 FSL 2095 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 24 Township: 08.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /13 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had workover procedures performed (tubing
leak), attached is a daily status report. Workover MIT performed on the
above listed well. On 01/13/2014 the csg was pressured up to 1455

psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tbg pressure was 0 psig during the test.
There was not an EPA representative available to witness the test. EPA

#UT22197-10127

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /14 /2014

January 16, 2014

Sundry Number: 46841 API Well Number: 43047326460000



RECEIVED: Jan. 14, 2014

Sundry Number: 46841 API Well Number: 43047326460000Sundry Number: 46841 API Well Number: 43047326460000

Mechanical Integrity Test
Casingor Annulus PressureMechanical Integrity Test

U.S. EnvironmentalProtection Agency
Underground Injection ControlProgram

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: / / / / /

Test conducted by: '>( 'i ,

Others present:

IWell Name/ _lif-
-/ /Type: ER SWD Status: AC TA UC

Last MIT: / / Maximum Allowable Pressure: / 7( ) PSIG

Is this a regularly scheduled test? [ ] Yes [ 1 No
Initial test for pennit? [ ] Yes [ No
Test after well rework? y Yes [ ] No
Well injecting during test? [ ] Yes [ No If Yes, rate: bpd

Pre-test easing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure C: psig psig psig

End of test pressure ) psig psig psig

CASING / TUBING ANNULUS PRESSURE I
0 minutes psig psig psig
5 minutes psig psig Psig

10 minutes psig Psig Psig
15 minutes psig psig psig

20 minutes psig psig psig

25 minutes / VS vais Psis Psis

30 minutes | psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT Ï¼ Pass [ lFail [ ] Pass [ ]Fail [ ] Pass [ lFail

Does the annulus pressure build back up after the test ? [ ] Yes [gNo

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: Jan. 14, 2014

Sundry Number: 46841 API Well Number: 43047326460000
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RECEIVED: Jan. 14, 2014

Sundry Number: 46841 API Well Number: 43047326460000Sundry Number: 46841 API Well Number: 43047326460000
Summary Rig Activity Page 1 of 5

Daily Activity Report

Format For Sundrv

PARIETTE 24-24-8-17
11/1/2013To3/28/2014

1/13/2014 Day: 3 Tubing Leak

Basic #1584 on 1/13/2014 - PRESSURE TEST TBG SEVERAL TIMES NO TEST THROUGH HOT
OILER , PRESSURE UP TBG THREE TIMES AND SERCURE AT TIW VALVE AND MONITOR FOR
AND HOUR , GOOD TEST HELD AT 3000 PSI - Travel to Location - Travel to Location - Travel
to Location - JSA ROADING RIG , ROAD RIG TO THE 24-24-8-17, WAIT FOR CREW TO ARRIVE
AND DISMANTLE INJECTION SHACK AND ELECTRICAL, SHOVEL OUT BERM AND SPOT IN T -

SILL AND SPOT IN RIG , PAD UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS AND WATER
WATER ARRIVED , AND LOAD HOT OILER AND PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI
BUT NO TEST , RU TO TBG AND DROP STANDING VAVLE AND PUMP 28 BBLS AND PSI TEST
TBG , BUMP UP TWICE AND TBG HELD 1500 PSI , CSG OPEN LIGHT TRICKLE , SHUT IN TBG
W/ 1500 PSI AND RU ON CSG AND TRY TO PSI TEST AGAIN , PUMP 20 BBLS AND CAUGHT
PSI , AND PUMP A RATE @ 1000 PSI AND TBG DIDNT INCREASE , HOLE IN CSG OR A PACKER
FAILURE , BLEED OF TBG AND SECURE WELL AND SDFN - JSA ROADING RIG , ROAD RIG TO
THE 24-24-8-17, WAIT FOR CREW TO ARRIVE AND DISMANTLE INJECTION SHACK AND
ELECTRICAL, SHOVEL OUT BERM AND SPOT IN T -SILL AND SPOT IN RIG , PAD UP RIG AND
RU RIG, , WAIT FOR ZUBI TANKS AND WATER WATER ARRIVED , AND LOAD HOT OILER AND
PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI BUT NO TEST , RU TO TBG AND DROP STANDING
VAVLE AND PUMP 28 BBLS AND PSI TEST TBG , BUMP UP TWICE AND TBG HELD 1500 PSI ,

CSG OPEN LIGHT TRICKLE , SHUT IN TBG W/ 1500 PSI AND RU ON CSG AND TRY TO PSI
TEST AGAIN , PUMP 20 BBLS AND CAUGHT PSI , AND PUMP A RATE @ 1000 PSI AND TBG
DIDNT INCREASE , HOLE IN CSG OR A PACKER FAILURE , BLEED OF TBG AND SECURE WELL
AND SDFN - JSA ROADING RIG , ROAD RIG TO THE 24-24-8-17, WAIT FOR CREW TO ARRIVE
AND DISMANTLE INJECTION SHACK AND ELECTRICAL, SHOVEL OUT BERM AND SPOT IN T -

SILL AND SPOT IN RIG , PAD UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS AND WATER
WATER ARRIVED , AND LOAD HOT OILER AND PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI
BUT NO TEST , RU TO TBG AND DROP STANDING VAVLE AND PUMP 28 BBLS AND PSI TEST
TBG , BUMP UP TWICE AND TBG HELD 1500 PSI , CSG OPEN LIGHT TRICKLE , SHUT IN TBG
W/ 1500 PSI AND RU ON CSG AND TRY TO PSI TEST AGAIN , PUMP 20 BBLS AND CAUGHT
PSI , AND PUMP A RATE @ 1000 PSI AND TBG DIDNT INCREASE , HOLE IN CSG OR A PACKER
FAILURE , BLEED OF TBG AND SECURE WELL AND SDFN - Travel - Travel - Travel - Travel to
Location - Travel to Location - Travel to Location - JSA NU BOPS - JSA NU BOPS - JSA NU
BOPS - RU HOT OILER AND THAW OUT WELL HEAD , AND OPEN CSG AND TBG UP , NO
PRESSURES, ND WELL HEAD , STRIP OFF LARKIN EQUIPTMENT AND STRIP ON BOPS , RU
FLOOR AND UNSET PACKER - RU HOT OILER AND THAW OUT WELL HEAD , AND OPEN CSG
AND TBG UP , NO PRESSURES, ND WELL HEAD , STRIP OFF LARKIN EQUIPTMENT AND STRIP
ON BOPS , RU FLOOR AND UNSET PACKER - RU HOT OILER AND THAW.OUT WELL HEAD ,

AND OPEN CSG AND TBG UP , NO PRESSURES, ND WELL HEAD , STRIP OFF LARKIN
EQUIPTMENT AND STRIP ON BOPS , RU FLOOR AND UNSET PACKER - POOH W/ TBG , POOH
W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL , POOH W/ PACKER AND LAY DOWN -

POOH W/ TBG , POOH W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL , POOH W/ PACKER
AND LAY DOWN - POOH W/ TBG , POOH W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL ,

POOH W/ PACKER AND LAY DOWN - MU NEW BHA AND RIH W/TBG STOP AND TEST EVERY 40
JTS IN THE HOLE , RUN LAST 40 JTS IN AND TEST NO LUCK, TBG NOT TEST, POOH TO FLUID
AND TEST TBG AGAIN GOOD TEST , START BACK IN HOLE W/TBG 10 JTS AT A TIME , ALL
TBG TESTED, UNTIL LAST 25 JTS AND BUMPED UP TBG SEVERAL TIMES AND LOST 500-600
PSI IN 10 MIN BLEED OFF WELL AND SECURE WELL AND SDFN - MU NEW BHA AND RIH
W/TBG STOP AND TEST EVERY 40 JTS IN THE HOLE , RUN LAST 40 JTS IN AND TEST NO
LUCK, TBG NOT TEST, POOH TO FLUID AND TEST TBG AGAIN GOOD TEST , START BACK IN
HOLE W/TBG 10 JTS AT A TIME , ALL TBG TESTED, UNTIL LAST 25 JTS AND BUMPED UP TBG

http://www.inewfld.com/denver/SumActRpt.asp?RC=152470&API=4304732646&MinDa...



RECEIVED: Jan. 14, 2014

Sundry Number: 46841 API Well Number: 43047326460000Sundry Number: 46841 API Well Number: 43047326460000

Summary Rig Activity Page 2 of 5

SEVERAL TIMES AND LOST 500-600 PSI IN 10 MIN BLEED OFF WELL AND SECURE WELL AND
SDFN - MU NEW BHA AND RIH W/TBG STOP AND TEST EVERY 40 JTS IN THE HOLE , RUN
LAST 40 JTS IN AND TEST NO LUCK, TBG NOT TEST, POOH TO FLUID AND TEST TBG AGAIN
GOOD TEST , START BACK IN HOLE W/TBG 10 JTS AT A TIME , ALL TBG TESTED, UNTIL LAST
25 JTS AND BUMPED UP TBG SEVERAL TIMES AND LOST 500-600 PSI IN 10 MIN BLEED OFF
WELL AND SECURE WELL AND SDFN - Travel - Travel - Travel - Travel to Location - Travel to
Location - Travel to Location - JSA PSI Test - JSA PSI Test - JSA PSI Test - STEAM OFF
VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE TEST TBG SEVERAL TIMES NO TEST
THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES AND SERCURE AT TIW VALVE AND
MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000 PSI , RD FLOOR AND RU HOT OILER
AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND STRIP OFF SPIN ON FLANGE AND
SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES AND PULL INTO TENSION AND
LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND TEST CSG SEVERAL TIMES
PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD TEST , SHUT IN WELL AND
SDFN - STEAM OFF VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE TEST TBG
SEVERAL TIMES NO TEST THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES AND
SERCURE AT TIW VALVE AND MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000 PSI , RD
FLOOR AND RU HOT OILER AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND STRIP OFF
SPIN ON FLANGE AND SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES AND PULL
INTO TENSION AND LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND TEST CSG
SEVERAL TIMES PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD TEST , SHUT
IN WELL AND SDFN - STEAM OFF VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE
TEST TBG SEVERAL TIMES NO TEST THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES
AND SERCURE AT TIW VALVE AND MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000
PSI , RD FLOOR AND RU HOT OILER AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND
STRIP OFF SPIN ON FLANGE AND SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES
AND PULL INTO TENSION AND LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND
TEST CSG SEVERAL TIMES PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD
TEST , SHUT IN WELL AND SDFN - Travel - Travel - Travel - Travel to Location - Travel to
Location - Travel to Location - JSA ROADING RIG , ROAD RIG TO THE 24-24-8-17, WAIT FOR
CREW TO ARRIVE AND DISMANTLE INJECTION SHACK AND ELECTRICAL, SHOVEL OUT BERM
AND SPOT IN T -SILL AND SPOT IN RIG , PAD UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS
AND WATER WATER ARRIVED , AND LOAD HOT OILER AND PSI TEST CSG, PUMP 60 BBLS
CAUGHT PSI BUT NO TEST , RU TO TBG AND DROP STANDING VAVLE AND PUMP 28 BBLS
AND PSI TEST TBG , BUMP UP TWICE AND TBG HELD 1500 PSI , CSG OPEN LIGHT TRICKLE ,

SHUT IN TBG W/ 1500 PSI AND RU ON CSG AND TRY TO PSI TEST AGAIN , PUMP 20 BBLS
AND CAUGHT PSI , AND PUMP A RATE @ 1000 PSI AND TBG DIDNT INCREASE , HOLE IN CSG
OR A PACKER FAILURE , BLEED OF TBG AND SECURE WELL AND SDFN - JSA ROADING RIG ,

ROAD RIG TO THE 24-24-8-17, WAIT FOR CREW TO ARRIVE AND DISMANTLE INJECTION
SHACK AND ELECTRICAL, SHOVEL OUT BERM AND SPOT IN T -SILL AND SPOT IN RIG , PAD
UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS AND WATER WATER ARRIVED , AND LOAD HOT
OILER AND PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI BUT NO TEST , RU TO TBG AND DROP
STANDING VAVLE AND PUMP 28 BBLS AND PSI TEST TBG , BUMP UP TWICE AND TBG HELD
1500 PSI , CSG OPEN LIGHT TRICKLE , SHUT IN TBG W/ 1500 PSI AND RU ON CSG AND TRY
TO PSI TEST AGAIN , PUMP 20 BBLS AND CAUGHT PSI , AND PUMP A RATE @ 1000 PSI AND
TBG DIDNT INCREASE , HOLE IN CSG OR A PACKER FAILURE , BLEED OF TBG AND SECURE
WELL AND SDFN - JSA ROADING RIG , ROAD RIG TO THE 24-24-8-17, WAIT FOR CREW TO
ARRIVE AND DISMANTLE INJECTION SHACK AND ELECTRICAL, SHOVEL OUT BERM AND SPOT
IN T -SILL AND SPOT IN RIG , PAD UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS AND WATER
WATER ARRIVED , AND LOAD HOT OILER AND PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI
BUT NO TEST , RU TO TBG AND DROP STANDING VAVLE AND PUMP 28 BBLS AND PSI TEST
TBG , BUMP UP TWICE AND TBG HELD 1500 PSI , CSG OPEN LIGHT TRICKLE , SHUT IN TBG
W/ 1500 PSI AND RU ON CSG AND TRY TO PSI TEST AGAIN , PUMP 20 BBLS AND CAUGHT
PSI , AND PUMP A RATE @ 1000 PSI AND TBG DIDNT INCREASE , HOLE IN CSG OR A PACKER
FAILURE , BLEED OF TBG AND SECURE WELL AND SDFN - Travel - Travel - Travel - Travel to
Location - Travel to Location - Travel to Location - JSA NU BOPS - JSA NU BOPS - JSA NU
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BOPS - RU HOT OILER AND THAW OUT WELL HEAD , AND OPEN CSG AND TBG UP , NO
PRESSURES, ND WELL HEAD , STRIP OFF LARKIN EQUIPTMENT AND STRIP ON BOPS , RU
FLOOR AND UNSET PACKER - RU HOT OILER AND THAW OUT WELL HEAD , AND OPEN CSG
AND TBG UP , NO PRESSURES, ND WELL HEAD , STRIP OFF LARKIN EQUIPTMENT AND STRIP
ON BOPS , RU FLOOR AND UNSET PACKER - RU HOT OILER AND THAW OUT WELL HEAD ,

AND OPEN CSG AND TBG UP , NO PRESSURES, ND WELL HEAD , STRIP OFF LARKIN
EQUIPTMENT AND STRIP ON BOPS , RU FLOOR AND UNSET PACKER - POOH W/ TBG , POOH
W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL , POOH W/ PACKER AND LAY DOWN -

POOH W/ TBG , POOH W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL , POOH W/ PACKER
AND LAY DOWN - POOH W/ TBG , POOH W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL ,

POOH W/ PACKER AND LAY DOWN - MU NEW BHA AND RIH W/TBG STOP AND TEST EVERY 40
JTS IN THE HOLE , RUN LAST 40 JTS IN AND TEST NO LUCK, TBG NOT TEST, POOH TO FLUID
AND TEST TBG AGAIN GOOD TEST , START BACK IN HOLE W/TBG 10 JTS AT A TIME , ALL
TBG TESTED, UNTIL LAST 25 JTS AND BUMPED UP TBG SEVERAL TIMES AND LOST 500-600

PSI IN 10 MIN BLEED OFF WELL AND SECURE WELL AND SDFN - MU NEW BHA AND RIH
W/TBG STOP AND TEST EVERY 40 JTS IN THE HOLE , RUN LAST 40 JTS IN AND TEST NO
LUCK, TBG NOT TEST, POOH TO FLUID AND TEST TBG AGAIN GOOD TEST , START BACK IN
HOLE W/TBG 10 JTS AT A TIME , ALL TBG TESTED, UNTIL LAST 25 JTS AND BUMPED UP TBG
SEVERAL TIMES AND LOST 500-600 PSI IN 10 MIN BLEED OFF WELL AND SECURE WELL AND
SDFN - MU NEW BHA AND RIH W/TBG STOP AND TEST EVERY 40 JTS IN THE HOLE , RUN
LAST 40 JTS IN AND TEST NO LUCK, TBG NOT TEST, POOH TO FLUID AND TEST TBG AGAIN
GOOD TEST , START BACK IN HOLE W/TBG 10 JTS AT A TIME , ALL TBG TESTED, UNTIL LAST
25 JTS AND BUMPED UP TBG SEVERAL TIMES AND LOST 500-600 PSI IN 10 MIN BLEED OFF
WELL AND SECURE WELL AND SDFN - Travel - Travel - Travel - Travel to Location - Travel to
Location - Travel to Location - JSA PSI Test - JSA PSI Test - JSA PSI Test - STEAM OFF
VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE TEST TBG SEVERAL TIMES NO TEST
THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES AND SERCURE AT TIW VALVE AND
MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000 PSI , RD FLOOR AND RU HOT OILER
AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND STRIP OFF SPIN ON FLANGE AND
SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES AND PULL INTO TENSION AND
LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND TEST CSG SEVERAL TIMES
PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD TEST , SHUT IN WELL AND
SDFN - STEAM OFF VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE TEST TBG
SEVERAL TIMES NO TEST THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES AND
SERCURE AT TIW VALVE AND MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000 PSI , RD
FLOOR AND RU HOT OILER AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND STRIP OFF
SPIN ON FLANGE AND SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES AND PULL
INTO TENSION AND LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND TEST CSG
SEVERAL TIMES PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD TEST , SHUT
IN WELL AND SDFN - STEAM OFF VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE
TEST TBG SEVERAL TIMES NO TEST THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES
AND SERCURE AT TIW VALVE AND MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000
PSI , RD FLOOR AND RU HOT OILER AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND
STRIP OFF SPIN ON FLANGE AND SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES
AND PULL INTO TENSION AND LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND
TEST CSG SEVERAL TIMES PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD
TEST , SHUT IN WELL AND SDFN - Travel - Travel - Travel - Travel to Location - Travel to
Location - Travel to Location - JSA ROADING RIG , ROAD RIG TO THE 24-24-8-17, WAIT FOR
CREW TO ARRIVE AND DISMANTLE INJECTION SHACK AND ELECTRICAL, SHOVEL OUT BERM
AND SPOT IN T -SILL AND SPOT IN RIG , PAD UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS
AND WATER WATER ARRIVED , AND LOAD HOT OILER AND PSI TEST CSG, PUMP 60 BBLS
CAUGHT PSI BUT NO TEST , RU TO TBG AND DROP STANDING VAVLE AND PUMP 28 BBLS
AND PSI TEST TBG , BUMP UP TWICE AND TBG HELD 1500 PSI , CSG OPEN LIGHT TRICKLE ,

SHUT IN TBG W/ 1500 PSI AND RU ON CSG AND TRY TO PSI TEST AGAIN , PUMP 20 BBLS
AND CAUGHT PSI , AND PUMP A RATE @ 1000 PSI AND TBG DIDNT INCREASE , HOLE IN CSG
OR A PACKER FAILURE , BLEED OF TBG AND SECURE WELL AND SDFN - JSA ROADING RIG ,
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ROAD RIG TO THE 24-24-8-17, WAIT FOR CREW TO ARRIVE AND DISMANTLE INJECTION
SHACK AND ELECTRICAL, SHOVEL OUT BERM AND SPOT IN T -SILL AND SPOT IN RIG , PAD
UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS AND WATER WATER ARRIVED , AND LOAD HOT
OILER AND PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI BUT NO TEST , RU TO TBG AND DROP
STANDING VAVLE AND PUMP 28 BBLS AND PSI TEST TBG , BUMP UP TWICE AND TBG HELD
1500 PSI , CSG OPEN LIGHT TRICKLE , SHUT IN TBG W/ 1500 PSI AND RU ON CSG AND TRY
TO PSI TEST AGAIN , PUMP 20 BBLS AND CAUGHT PSI , AND PUMP A RATE @ 1000 PSI AND
TBG DIDNT INCREASE , HOLE IN CSG OR A PACKER FAILURE , BLEED OF TBG AND SECURE
WELL AND SDFN - JSA ROADING RIG , ROAD RIG TO THE 24-24-8-17, WAIT FOR CREW TO
ARRIVE AND DISMANTLE INJECTION SHACK AND ELECTRICAL, SHOVEL OUT BERM AND SPOT
IN T -SILL AND SPOT IN RIG , PAD UP RIG AND RU RIG, , WAIT FOR ZUBI TANKS AND WATER
WATER ARRIVED , AND LOAD HOT OILER AND PSI TEST CSG, PUMP 60 BBLS CAUGHT PSI
BUT NO TEST , RU TO TBG AND DROP STANDING VAVLE AND PUMP 28 BBLS AND PSI TEST
TBG , BUMP UP TWICE AND TBG HELD 1500 PSI , CSG OPEN LIGHT TRICKLE , SHUT IN TBG
W/ 1500 PSI AND RU ON CSG AND TRY TO PSI TEST AGAIN , PUMP 20 BBLS AND CAUGHT
PSI , AND PUMP A RATE @ 1000 PSI AND TBG DIDNT INCREASE , HOLE IN CSG OR A PACKER
FAILURE , BLEED OF TBG AND SECURE WELL AND SDFN - Travel - Travel - Travel - Travel to
Location - Travel to Location - Travel to Location - JSA NU BOPS - JSA NU BOPS - JSA NU
BOPS - RU HOT OILER AND THAW OUT WELL HEAD , AND OPEN CSG AND TBG UP , NO
PRESSURES, ND WELL HEAD , STRIP OFF LARKIN EQUIPTMENT AND STRIP ON BOPS , RU
FLOOR AND UNSET PACKER - RU HOT OILER AND THAW OUT WELL HEAD , AND OPEN CSG
AND TBG UP , NO PRESSURES, ND WELL HEAD , STRIP OFF LARKIN EQUIPTMENT AND STRIP
ON BOPS , RU FLOOR AND UNSET PACKER - RU HOT OILER AND THAW OUT WELL HEAD ,

AND OPEN CSG AND TBG UP , NO PRESSURES, ND WELL HEAD , STRIP OFF LARKIN
EQUIPTMENT AND STRIP ON BOPS , RU FLOOR AND UNSET PACKER - POOH W/ TBG , POOH
W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL , POOH W/ PACKER AND LAY DOWN -

POOH W/ TBG , POOH W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL , POOH W/ PACKER
AND LAY DOWN - POOH W/ TBG , POOH W/ 164 JTS 2 7/8 J-55 TO PSN AND ON OFF TOOL ,

POOH W/ PACKER AND LAY DOWN - MU NEW BHA AND RIH W/TBG STOP AND TEST EVERY 40
JTS IN THE HOLE , RUN LAST 40 JTS IN AND TEST NO LUCK, TBG NOT TEST, POOH TO FLUID
AND TEST TBG AGAIN GOOD TEST , START BACK IN HOLE W/TBG 10 JTS AT A TIME , ALL
TBG TESTED, UNTIL LAST 25 JTS AND BUMPED UP TBG SEVERAL TIMES AND LOST 500-600
PSI IN 10 MIN BLEED OFF WELL AND SECURE WELL AND SDFN - MU NEW BHA AND RIH
W/TBG STOP AND TEST EVERY 40 JTS IN THE HOLE , RUN LAST 40 JTS IN AND TEST NO
LUCK, TBG NOT TEST, POOH TO FLUID AND TEST TBG AGAIN GOOD TEST , START BACK IN
HOLE W/TBG 10 JTS AT A TIME , ALL TBG TESTED, UNTIL LAST 25 JTS AND BUMPED UP TBG
SEVERAL TIMES AND LOST 500-600 PSI IN 10 MIN BLEED OFF WELL AND SECURE WELL AND
SDFN - MU NEW BHA AND RIH W/TBG STOP AND TEST EVERY 40 JTS IN THE HOLE , RUN
LAST 40 JTS IN AND TEST NO LUCK, TBG NOT TEST, POOH TO FLUID AND TEST TBG AGAIN
GOOD TEST , START BACK IN HOLE W/TBG 10 JTS AT A TIME , ALL TBG TESTED, UNTIL LAST
25 JTS AND BUMPED UP TBG SEVERAL TIMES AND LOST 500-600 PSI IN 10 MIN BLEED OFF
WELL AND SECURE WELL AND SDFN - Travel - Travel - Travel - Travel to Location - Travel to
Location - Travel to Location - JSA PSI Test - JSA PSI Test - JSA PSI Test - STEAM OFF
VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE TEST TBG SEVERAL TIMES NO TEST
THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES AND SERCURE AT TIW VALVE AND
MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000 PSI , RD FLOOR AND RU HOT OILER
AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND STRIP OFF SPIN ON FLANGE AND
SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES AND PULL INTO TENSION AND
LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND TEST CSG SEVERAL TIMES
PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD TEST , SHUT IN WELL AND
SDFN - STEAM OFF VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE TEST TBG
SEVERAL TIMES NO TEST THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES AND
SERCURE AT TIW VALVE AND MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000 PSI , RD
FLOOR AND RU HOT OILER AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND STRIP OFF
SPIN ON FLANGE AND SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES AND PULL
INTO TENSION AND LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND TEST CSG
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SEVERAL TIMES PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD TEST , SHUT
IN WELL AND SDFN - STEAM OFF VALVES AND OPEN UP WELL TBG AND CSG , PRESSURE
TEST TBG SEVERAL TIMES NO TEST THROUGH HOT OILER , PRESSURE UP TBG THREE TIMES
AND SERCURE AT TIW VALVE AND MONITOR FOR AND HOUR , GOOD TEST HELD AT 3000
PSI , RD FLOOR AND RU HOT OILER AND PUMP PACKER FLUID DOWN CSG , ND BOPS AND
STRIP OFF SPIN ON FLANGE AND SPACE OUT AND SET PACKER , PACK OFF SEVERAL TIMES
AND PULL INTO TENSION AND LAND WELL ON LARKEN WELL HEAD , RU HOT OILER AND
TEST CSG SEVERAL TIMES PRESSURE UP 5 TIMES AND MONITOR FOR A FULL HOUR GOOD
TEST , SHUT IN WELL AND SDFN - Travel - Travel - Travel Finalized
Daily Cost: $0
Cumulative Cost: $26,179

1/14/2014 Day: 4 Tubing Leak

Rigless on 1/14/2014 - Conduct MIT - Workover MIT performed on the above listed well. On
01/13/2014 the csg was pressured up to 1455 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was O psig during
the test. There was not an EPA representative available to witness the test. EPA #UT22197-
10127 - Workover MIT performed on the above listed well. On 01/13/2014 the csg was
pressured up to 1455 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tbg pressure was 0 psig during the test. There was not an EPA
representative available to witness the test. EPA #UT22197-10127 - Workover MIT performed
on the above listed well. On 01/13/2014 the csg was pressured up to 1455 psig and charted
for 30 minutes with no pressure loss. The well was not injecting during the test. The tbg
pressure was 0 psig during the test. There was not an EPA representative available to witness
the test. EPA #UT22197-10127 Finalized
Daily Cost: $0
Cumulative Cost: $27,079

Pertinent Files: Go to File List
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SpudDate:4-18-95 Pariette Federal 24-24-8-17
Put on Production: 6-3-95 Initial Production: 116 BOPD,
GL: 5012' KB: 5024' Injection Wellbore 40 MCFPD, 0 BWPD

Diagram
SURFACE CASING

_

FPAC .IOR

CSG SIZE: 8-5/8" 5-09-95 6005'-6016' Frac sand as follows:
GRADE: J-55 41,300#20/40 sand & 14,000 gal watel

Casing Shoe @323= I Treatedwlavg piess of2400 psi w'avg iate
WElGHT:24# of20BPM ISlP-3600psi. Screenedout.
LENGTH: 7 jts (3\3 5') 5-11-95 5296'-5324' Frac sand as follows:

DEPTH LANDED: 323' GL 60,200#20/40 sand & 21,700 gals watei.
Treated w/avg press of 1750 psi w/avg rate

HOLE SIZE:12-l/4" of31 BPM [SlP-l690psi, 5 inin 1350 psi
CEMENT DATA: 200 sxs Type V 5-17-95 5164'-5175' FI ac sand as follows:

5 l,300#20/40 sand & 19,600 gal water
Treatedw/avg piess of 1700 psi w/avg rate
of24 BPM ISIP-1830 psi, 5 min L550 psi

1-19-05 6300'-63\8' FracBSsandasfollows:
Top of Cement @ L466 39,I43#20/40 sand in 350 bbis Lightning

17 frac fluid. Treatedwlavg press of3880
psi w/avg rate of 14. I BPM, ISlP-2650 psi,

PRODUCTION CASING Calc flush: 1609 gals Actual flush: L478

CSG SIZE: 5-l/2" gals

GRADE: J-55 1-19-05 6145'-6246' Frac CP 3,4, &5 sand as follows:
74,332#20/40 sand in 598 bb1sLightning

WElGHT: L5 5# 17 frac fluid Treated w/avg press of3505

LENGTH: 144 jts psi w/avg rate of L4.2 BPM ISLP-1800 psi,
Calc flush: 1553 gals Actual flush: 1437

DEPTH LANDED: 6440' gals
HOLE SlZE: 7-7/8" |-20-05 608 l'-6108' Frac CP 3, sand as follows:

CEMENT DATA: 180 sx HFH & 530 sx 50/50 Poz 34,839#20/40 sand in 305 bb1sLightning

CEMENT TOP AT: 1466, 17 frac fluid Treated w!avg press of 3680
psi w/avg rate of 14 3 BPM 1SlP-2150 psi,
Cale flush: 1549 gals. Actual flush: 1471
gals.

1-20-05 5944'-5952" Frac CP .5 sand as follows:

TUBING 17,l42#20/40sandin 183 bbis Lightning
17frac fluid. Treatedwiavg press of3785

SlZE/GRADE/WT :2-7/8" / J-55 / 6 5# psi w/avg rate of 14.2 BPM. [S1P-I850 psi.
Cale flush: 1549 gals. Actual flush: 1395

NO. OF JOINTS: 164 jts (5078.1') gals.
SEATING NIPPLE: 2-7/8" (L.10') Il SN @ 5091' 09/08/05 Tubing Leak Detail lod and tubing update.

SN LANDED AT: 5091' KB On Off Tool@ 5092' 12/l3/05 Tubing Leak. Detail Rod and tbg update
ONIOFF TOOL AT: 5092 1 Packer@ 50972 09/25/07 Parted Rods Tubing & Rod detail updated

ARROW #1 PACKER CE AT: 5097.2' || l2/L 1 08 Parted rods Updated rod & tubing details
X/N Nipple @5106"

XO 2-3 8 x 2-7/8 J-55 AT: 5101' ¯

EOT @5107, [0/9/09 Parted rods Updated lod & tubing details

TBG PUP 2-3/8 J-55 AT: 5101 4 5164'-5175, 10/08 13 Convert to Injection Well

XtN NlPPLE AT: 5105 6' 5296'-530L'
10/09/13 Conversion M1T Finalized - update tbg

TOTAL STRING LENGTH: EOT@ 5107 16' -
5315'-5319' 0 1/13 14 Workover \HT - Tubing Leak - update
5321'-5324, tbg detail

PERFORATION RECORD
5-05-95 6005'-6016' 2]SPF 22holes
5-11-95 5295'-5301' 2 JSPF S holes

5944-5952. 5-1 L-95 5315'-5319' 2 ]SPF S holes
5-1 I-95 5321'-5324' 2 JSPF 6 holes

6005'-60\6, 5-16-95 5L64'-5L75' 2]SPF 22holes
1-18-05 6314'-6318' 4]SPF 16holes

608L'-6086' 1-18-05 6300'-6306' 4]SPF 24holes
1-18-05 6238'-6246' 4 JSPF 32 boles

6100'-6108' 1-18-05 6165'-618T 4JSPF 88holes
1-18-05 6145'-6l48' 4]SPF I2holes

6145'-6L18' 1-18-05 6100'-6l08' 4]SPF 32boles
1-18-05 6081'-6086' 4 JSPF 20 holes

NEWFIELD 6L65'-6l8T 1-18-05 5944'-5952' 4]SPF 32holes

6238'-6246'

-

63003-6306'

Pariette Federal 24-24-8-17
¯

6314'-6318'
2095 FWL 814 FSL

SE/SW Section 24-T8S-RI7E PBTDr<v 6392'

Uintah Co, Utah SHOE (ce 6440
API #43-047-32646; Lease #UTU-45431

TD (ce 6450'

LCN
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